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Introduction to the Guide 

This document provides detailed information, with various examples, on 
the UNIX System Transport Interface. This guide is intended for programmers 
who require the services defined by this interface. Working knowledge of 
UNIX System programming and data communication concepts is assumed. In 
particular, working knowledge of the Reference Model of Open Systems Inter- 
connection (OSI) is required. 



Background 

To place the Transport Interface in perspective, a discussion of the OSI 
Reference Model is first presented. The Reference Model partitions network- 
ing functions into seven layers, as depicted in Figure 1-1. 
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Figure 1-1: OSI Reference Model 



Layer 1 The physical layer is responsible for the transmission of raw data 
over a communication medium. 

Layer 2 The data link layer provides the exchange of data between net- 
work layer entities. It detects and corrects any errors that may 
occur in the physical layer transmission. 
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Layer 3 The network layer manages the operation of the network. In 
particular, it is responsible for the routing and management of 
data exchange between transport layer entities within the net- 
work. 

Layer 4 The transport layer provides transparent data transfer services 

between session layer entities by relieving them from concerns of 
how reliable and cost-effective transfer of data is achieved. 

Layer 5 The session layer provides the services needed by presentation 
layer entities that enable them to orgaiuze and synchronize their 
dialogue and manage their data exchange. 

Layer 6 The presentation layer manages the representation of information 
that application layer entities either communicate or reference in 
their communication. 

Layer 7 The application layer serves as the window between correspond- 
ing application processes that are exchanging information. 

A basic principle of the Reference Model is that each layer provides ser- 
vices needed by the next higher layer in a way that frees the upper layer from 
concern about how these services are provided. This approach simplifies the 
design of each particular layer. 

Industry standards either have been or are being defined at each layer of 
the Reference Model. Two standards are defined at each layer: one that speci- 
fies an interface to the services of the layer, and one that defines the protocol 
by which services are provided. A service interface standard at any layer frees 
users of the service from details of how that layer's protocol is implemented, 
or even which protocol is used to provide the service. 

The transport layer is important because it is the lowest layer in the Refer- 
ence Model that provides the basic service of reliable, end-to-end data transfer 
needed by applications and higher layer protocols. In doing so, this layer 
hides the topology and characteristics of the underlying network from its 
users. More important, however, the transport layer defines a set of services 
common to layers of many contemporary protocol suites, including the Inter- 
national Standards Organization (ISO) protocols, the Transmission Control 
Protocol and Internet Protocol (TCP/IP) of the ARPANET, Xerox Network 
Systems (XNS), and the Systems Network Architecture (SNA). 
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A transport service interface, then, could enable applications and higher 
layer protocols to be implemented without knowledge of the underlying pro- 
tocol suite. That is a principle goal of the UNIX System Transport Interface. 
Also, because an inherent characteristic of the transport layer is that it hides 
details of the physical medium being used, the Transport Interface offers both 
protocol and medium independence to networking applications and higher 
layer protocols. 

The UNIX System Transport Interface was modeled after the industry 
standard ISO Transport Service Definition (ISO 8072). As such, it is intended 
for those apphcations and protocols that require transport services. It is not 
intended to provide a generic networking interface for all UNIX System appli- 
cations, but is a first step in providing networking services with UNIX System 
V/386. Because the Transport Interface provides reliable data transfer, and 
because its services are common to several protocol suites, many networking 
applications will find these services useful. 

The Transport Interface is implemented as a user library using the 
STREAMS input/output (I/O) mechanism. Therefore, many services available 
to STREAMS applications are also available to users of the Transport Inter- 
face. These services will be highlighted throughout this guide. The STREAMS 
Primer and STREAMS Programmer's Guide contain more detailed information 
on STREAMS for the interested reader. 



Document Organization 

This guide is organized as follows: 

■ Chapter 2, "Overview of the Transport Interface," summarizes the 
basic set of services available to Transport Interface users and presents 
the background information needed for the remainder of the guide. 

■ Chapter 3, "Connection-Mode Service," describes the services associ- 
ated with connection-based (or virtual circuit) communication. 

■ Chapter 4, "Connectionless-Mode Service," describes the services 
associated with connectionless (or datagram) communication. 

■ Chapter 5, "A Read/ Write Interface," describes how users can use the 
services of read [see read{2)] and write [see write{2)] to communicate 
over transport connection. 
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■ Chapter 6, "Advanced Topics," discusses important concepts that are 
not covered in earlier chapters. These include asynchronous event han 
dling and processing of multiple, simultaneous connect requests. 

■ Appendix A, "State Transitions," defines the allowable state transi- 
tions associated with the Transport Interface. 

■ Appendix B, " Guidelines for Protocol Independence, " establishes 
necessary guidelines for developing software that may run without 
change over any transport protocol developed for the Transport Inter- 
face. 

■ Appendix C, "Examples," presents the full listing of each program- 
ming example used throughout the guide. 

■ The Glossary defines Transport Interface terms and acronyms used in 
this guide. 

This guide describes the more important and common facilities of the 
Transport Interface and is not meant to be exhaustive. Section 3N of the 
Programmer's Reference Manual contains a complete description of each Tran- 
sport Interface routine. 



The following notational conventions are used throughout this Guide: 



Notational Conventions 



bold 



User input, such as commands, options to com- 
mands, and the names of directories and files, 
appear in bold. 



italic 



Names of variables to which values must be 
assigned (such as filename) appear in italic. 



command{numheT) 



A command name followed by a number in 
parentheses refers to the part of a UNIX system 
reference manual that documents that command. 
(There are two reference manuals: the 
User's/System Administrator's Reference Manual 
and the Programmer's Reference Manual.) For 
example, the notation cat(l) refers to the page in 
section 1 (of the User's/System Administrator's 
Reference Manual) that documents the cat 
command. 
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ocanstant width UNIX System output, such as prompt signs and 

responses to commands, and program examples 
appear in canst:ant vddth. 
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Introduction 

This chapter presents a high-level overview of the services of the Trans- 
port Interface, which supports the transfer of data between two user processes. 
Figure 2-1 illustrates the Transport Interface. 



transport 
user 



service 
requests 



.1. 



Transport Interface 



service events 
and indications 



transport 
provider 



Figure 2-1: Transport Interface 



The transport provider is the entity that provides the services of the 
Transport Interface, and the transport user is the entity that requires these ser- 
vices. An example of a transport provider is the ISO transport protocol, while 
a transport user may be a networking application or session layer protocol. 

The transport user accesses the services of the transport provider by issu- 
ing the appropriate service requests. One example is a request to transfer data 
over a connection. Similarly, the transport provider notifies the user of vari- 
ous events, such as the arrival of data on a connection. 
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The Network Services Library of UNIX System V/386 includes a set of 
functions that support the services of the Transport Interface for user 
processes [see intro{3)y These functions enable a user to initiate requests to 
the provider and process incoming events. Programs using the Transport 
Interface can link the appropriate routines as follows: 

cc prog.c -lnsl_s 
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Two modes of service, connection-mode and connectionless-mode, are 
provided by the Transport Interface. Connection-mode is circuit-oriented and 
enables data to be transmitted over an established connection in a reliable, 
sequenced manner. It also provides an identification mechanism that avoids 
the overhead of address resolution and transmission during the data transfer 
phase. This service is attractive for applications that require relatively long- 
lived, datastream-oriented interactions. 

Connectionless-mode, in contrast, is message-oriented and supports data 
transfer in self-contained units with no logical relationship required among 
multiple units. This service requires only a preexisting association between 
the peer users involved, which determines the characteristics of the data to be 
transmitted. All the information required to deliver a unit of data (for exam- 
ple, the destination address) is presented to the transport provider, together 
with the data to be transmitted, in one service access (which need not relate to 
any other service access). Each unit of data transmitted is entirely self- 
contained. Connectionless-mode service is attractive for applications that: 

■ involve short-term request/response interactions 

■ exhibit a high level of redundancy 

■ are dynamically reconfigurable 

■ do not require guaranteed in-sequence delivery of data 



Connection-Mode Service 

The connection-mode transport service is characterized by four phases: 
local management, connection establishment, data transfer, and connection 
release. 

Local Management 

The local management phase defines local operations between a transport 
user and a transport provider. For example, a user must establish a channel of 
communication with the transport provider, as illustrated in Figure 2-2. Each 
channel between a transport user and transport provider is a unique endpoint 
of communication, and will be called the transport endpoint. The t— open 
routine enables a user to choose a particular transport provider that will sup- 
ply the connection-mode services, and establishes the transport endpoint. 
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Figure 2-2: Channel Between User and Provider 



Another necessary local function for each user is to establish an identity 
with the transport provider. Each user is identified by a transport address. 
More accurately, a transport address is associated with each transport end- 
point, and one user process may manage several transport endpoints. In 
connection-mode service, one user requests a connection to another user by 
specifying that user's address. The structure of a transport address is defined 
by the address space of the transport provider. An address may be as simple 
as a random character string (for example, "file—server"), or as complex as an 
encoded bit pattern that specifies all information needed to route data through 
a network. Each transport provider defines its own mechanism or identifying 
users. Addresses may be assigned to each transport endpoint by t_bind. 

In addition to t— open and t_bind, several routines are available to sup- 
port local operations. Figure 2-3 summarizes all local management routines of 
the Transport Interface. 
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Command 


Descnption 


t— alloc 


Allocates Transport Interface data structures [see 
f_fl//oc(3N)]. 


L.bmd 


Binds a transport address to a transport endpoint [see 
t-bind(3N)]. 


t— close 


Closes a transport endpoint [see f_c/ose(3N)]. 


t_error 


Prints a Transport Interface error message [see 
Lerror(3N)]. 


t—free 


Frees structures allocated using t_alloc [see t^free(3N)], 


t— getinfo 


Returns a set of parameters associated with a particular 
transport provider [see t^etinfo{3N)], 


t— getstate 


Returns the state of a transport endpoint [see 
t^etstate{3N)], 


Uook 


Returns the current event on a transport endpoint [see 
f-Joo/c(3N)]. 


t—open 


Establishes a transport endpoint connected to a chosen 
transport provider [see t^open{3N)], 


t— optmgmt 


Negotiates protocol-specific options with the transport 
provider [see t opttTtgTttt{3M)]. 


t— sync 


Synchronizes a transport endpoint with the transport 
provider [see t—sync{3N)], 


t_unbind 


Unbinds a transport address from a transport endpoint 
[see f-Mwbmd(3N)]. 



Figure 2-3: Local Management Routines 
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Connection Establishment 

The connection establishment phase enables two users to create a connec- 
tion, or virtual circuit, between them, as demonstrated in Figure 2-4. 





Transport Interface 



Transport Connection 



transport provider 



Figure 2-4: Transport Connection 




This phase is illustrated by a client/server relationship between two trans- 
port users. One user, the server, typically advertises some service to a group 
of users, and then listens for requests from those users. As each client 
requires the service, it attempts to connect itself to the server using the 
server's advertised transport address. The L.connect routine initiates the con- 
nect request. One argument to t— connect, the transport address, identifies the 
server the client wishes to access. The server is notified of each incoming 
request using t .listen, and may call t— accept to accept the client's request for 
access to the service. If the request is accepted, the transport connection is 
established. 
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Figure 2-5 summarizes all routines available for establishing a transport 
connection. 



Commaiid 


Description 


t^ccept 


Accepts a request for a transport connection [see 
t-accept{3N)]. 


t— connect 


Establishes a connection with the transport user at a 
specified destination [see t—Connect{3N)y 


LJisten 


Retrieves an indication of a connect request from 
another transport user [see t^isten{3N)], 


t_rcvconnect 


Completes connection establishment if t— connect was 
called in asynchronous mode (see Chapter 6) [see 
t^rcvconnect{3N)], 



Figure 2-5: Connection Establishment Routines 
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Data Transfer 

The data transfer phase enables users to transfer data in both directions 
over an established connection. Two routines, t— snd and t^cv, send and 
receive data over this connection. All data sent by a user is guaranteed to be 
delivered to the user on the other end of the connection in the order in which 
it was sent. Figure 2-6 summarizes the connection-mode data transfer rou- 
tines. 



Command 


Description 


t_rcv 


Retrieves data that has arrived over a transport connec- 
tion [see t—rcv{3N)], 


t— snd 


Sends data over an established transport connection 
[see f_s«d(3N)]. 



Figure 2-6: Connection-Mode Data Transfer Routines 
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Connection Release 

The connection release phase provides a mechanism for breaking an esta- 
blished connection. When you decide that the conversation should terminate, 
you can request that the provider release the transport connection. Two types 
of connection release are supported by the Transport Interface. The first is an 
abortive release, which directs the transport provider to release the connection 
immediately. Any previously sent data that has not yet reached the other 
transport user may be discarded by the transport provider. The L-snddis rou- 
tine initiates this abortive disconnect, and t_rcvdi8 processes the incoming 
indication of an abortive disconnect. 

All transport providers must support the abortive release procedure. In 
addition, some transport providers may also support an orderly release facility 
that enables users to terminate communication gracefully with no data loss. 
The functions t-sndrel and t_rcvrel support this capability. Figure 2-7 sum- 
marizes the connection release routines. 



Command 


Description 


t— rcvdis 


Returns an indication of an aborted connection, includ- 
ing a reason code and user data [see t^cvdi${3N)], 


t— rcvrel 


Returns an indication that the remote user has 
requested an orderly release of a connection [see 
t^cvrel(3N)l 


L^nddis 


Aborts a connection or rejects a connect request [see 
t^nddis{3N)l 


t— sndrel 


Requests the orderly release of a connection [see 
t^ndrel{3N)l 



Figure 2-7: Connection Release Routines 



OVERVIEW OF THE TRANSPORT INTERFACE 2-9 



Modes off Service 



Connectionless-Mode Service 

The connectionless-mode transport service is characterized by two phases: 
local management and data transfer. The local management phase defines the 
same local operations described above for the connection-mode service. 

The data transfer phase enables a user to transfer data units (sometimes 
called datagrams) to the specified peer user. Each data unit must be accom- 
panied by the transport address of the destination user. Two routines, 
t— sndudata and t— rcvudata, support this message-based data transfer facility. 
Figure 2-8 summarizes all routines associated with connectionless-mode data 
transfer. 



Command 


Description 


t— rcvudata 


Retrieves a message sent by another transport user [see 
t^rcvudata{3N)]. 


t_rcvuderr 


Retrieves error information associated with a previously 
sent message [see t^rcvuderr{3N)], 


t— sndudata 


Sends a message to the specified destination user [see 
t^ndudata{3N)]. 



Figure 2-8: Connectionless-Mode Data Transfer Routines 
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The Transport Interface has two components: 

■ the library routines that provide the transport services to users 

■ the state transition rules that define the sequence in which the trans- 
port routines may be invoked 

The state transition rules are presented in Appendix A of this guide in the 
form of state tables. The state tables define the legal sequence of library calls 
based on state information and the handling of events. These events include 
user-generated library calls, as well as provider-generated event indications. 



NOTE 



Any user of the Transport Interface must completely understand all pos- 
sible state transitions before writing software using the interface. 
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Introduction 



This chapter describes the connection-mode service of the Transport Inter- 
face. As discussed in the previous chapter, the connection-mode service can 
be illustrated using a client/server example. The important concepts of 
connection-mode service will be presented using two programming examples. 
The examples are related in that the first illustrates how a client establishes a 
connection to a server and then communicates with the server. The second 
example shows the server's side of the interaction. All examples discussed in 
this guide are presented in their entirety in Appendix C. 

In the examples, the client establishes a connection with a server process. 
The server then transfers a file to the client. The client, in turn, receives the 
data from the server and writes it to its standard output file. 
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Before the client and server can establish a transport connection, each 
must first establish a local channel (the transport endpoint) to the transport 
provider using t— open, and establish its identity (or address) using t— bind. 

The set of services supported by the Transport Interface may not be 
implemented by all transport protocols. Each transport provider has a set of 
characteristics associated with it that determine the services it offers and the 
limitations associated with those services. This information is returned to the 
user by t_open, and consists of the following: 

addr maximum size of a transport address 

options maximum bytes of protocol-specific options that may be 

passed between the transport user and transport provider 

tsdu maximum message size that may be transmitted in either 

connection-mode or connectionless-mode 

etsdu maximum expedited data message size that may be sent 

over a transport connection 

connect maximum number of bytes of user data that may be 

passed between users during connection establishment 

discon maximum bytes of user data that may be passed between 

users during the abortive release of a connection 

servtype the type of service supported by the transport provider 

The three service types defined by the Transport Interface are: 

T— COTS The transport provider supports connection-mode service 

but does not provide the optional orderly release facility. 

T_COTS— ORD The transport provider supports connection-mode service 
with the optional orderly release facility. 

T— CLTS The transport provider supports connectionless-mode ser- 

vice. 

Only one such service can be associated with the transport provider identified 
by t-open. 
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L.open returns the default provider characteristics associated with a tran- 
NOTE sport endpoint. However, some characteristics may change after an end- 
I point has been opened. This will occur if the characteristics are associ- 
I ated with negotiated options (described later in this chapter). For exam- 
ple, if the support of expedited data transfer is a negotiated option, the 
value of this characteristic may change, t— getinfo may be called to 
retrieve the current characteristics of a transport endpoint. 



Once a user establishes a transport endpoint v^^ith the chosen transport 
provider, it must establish its identity. As mentioned earlier, t..bind accom- 
plishes this by binding a transport address to the transport endpoint. In addi- 
tion, for servers, this routine informs the transport provider that the endpoint 
will be used to listen for incoming connect requests, also called connect indi- 
cations. 

An optional facility, t— optmgmt [see t—optmgmt{3N)], is also available 
during the local management phase. It enables a user to negotiate the values 
of protocol options with the transport provider. Each transport protocol is 
expected to define its own set of negotiable protocol options, which may 
include such information as Quality-of-Service parameters. Because of the 
protocol-specific nature of options, only applications written for a particular 
protocol environment are expected to use this facility. 



The Client 

The local management requirements of the example client and server are 
used to discuss details of these facilities. The follov^ng are the definitions 
needed by the client program, followed by its necessary local management 
steps. 
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#iBclude <stdio.h> 
#include <tiuser.h?> 
#include <fcntl.h> 



4k3efine SFVAECR 1 /♦ server's well lancMn address */ 

imin( ) 
{ 

int fd; 
int nb/tes; 
int flags = 0; 
char buf[1024]; 
struct t_call ♦sndcall; 
extern int t_ermo; 

if ((fd = t_open(Vdev/tivc", 0_RDWR, NULL)) < 0) { 
t_ e rr a r( "t_ppen failed" ) ; 
exitd); 

} 

if (tbind(fd, NOLL, NOLL) < 0) { 
t_errar( "t .bind failed" ) ; 
exit(2); 

} 




The first argument to t-.open is the path name of a file system node that 
identifies the transport protocol that will supply the transport service. In this 
example, /dev/tivc is a STREAMS clone device node that identifies a generic, 
connection-based transport protocol [see clone{7)]. The clone device finds an 
available minor device of the transport provider for the user. It is opened for 
both reading and writing, as specified by the O— RDWR open flag. The third 
argument may be used to return the service characteristics of the transport 
provider to the user. This information is useful when writing protocol- 
independent software (discussed in Appendix B). For simplicity, the client and 
server in this example ignore this information and assume the transport pro- 
vider has the following characteristics: 
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■ The transport address is an integer value that uniquely identifies each 
user. 

■ The transport provider supports the T_COTS_ORD service type, and 
the example will use the orderly release facility to release the connec- 
tion. 

■ User data may not be passed between users during either connection 
establishment or abortive release. 

■ The transport provider does not support protocol-specific options. 

Because these characteristics are not needed by the user, NULL is specified in 
the third argument to t_open. If the user needed a service other than 
T_COTS_ORD, another transport provider would be opened. An example of 
the T_CLTS service invocation is presented in Chapter 4. 

The return value of L.open is an identifier for the transport endpoint that 
will be used by all subsequent Transport Interface function calls. This identif- 
ier is actually a file descriptor obtained by opening the transport protocol file 
[see open{2)]. The significance of this fact is highlighted in Chapter 5. 

After the transport endpoint is created, the client calls Ubind to assign an 
address to the endpoint. The first argument identifies the transport endpoint. 
The second argument describes the address the user would like to bind to the 
endpoint, and the third argument is set on return from t_bind to specify the 
address that the provider bound. 

The address associated with a server's transport endpoint is important 
because that is the address used by all clients to access the server. However, 
the typical client does not care what its own address is, because no other pro- 
cess will try to access it. That is the case in this example, where the second 
and third arguments to t_bind are set to NULL. A NULL second argument 
will direct the transport provider to choose an address for the user. A NULL 
third argument indicates that the user does not care what address was 
assigned to the endpoint. 

If either t—Open or t_bind fail, the program will call t_error [see 
f_error(3N)] to print an appropriate error message to stderr. If any Transport 
Interface routine fails, the global integer t-_errno will be assigned an appropri- 
ate transport error value. A set of such error values has been defined (in 
<tiuser.h>) for the Transport Interface, and t— error will print an error mes- 
sage corresponding to the value in t— ermo. This routine is analogous to per- 
ror [see perror{3C)], which prints an error message based on the value of 
errno. If the error associated with a transport function is a system error. 
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t— errno will be set to TSYSERR and errno will be set to the appropriate 
value. 



The Server 

The server in this example must take similar local management steps 
before communication can begin. The server must establish a transport end- 
point through which it will listen for connect indications. The necessary 
definitions and local management steps are shown below; 




#iiiclude <tiuser.h?> 

#diiclude <stropts.h> 

#aiiclude <fcaitl.h> 

#iiK:lude <stdio.h> 

#iiiclude <si9nal.h> 



#defiJie DISOONNEJCr -1 

#defiiie SFVAEER 1 /* server's well-known address */ 



int ooarjn_fd; /* oaraiection established here */ 

extern int t_ermo; 

main( ) 
{ 

int listenjEd; /* listening transport endpoint */ 

struct t_bind ♦bind; 
struct t_call ♦call; 

if ((listen_fd = t_open( "/dev/tivc" , q_RDWR, NULL)) < 0) { 
t_errQr( "t_ppen failed for listen_f d" ) ; 
exitd); 

} 



/♦ 

♦ By assuming that the address is an integer value, 

♦ this pr og ra m nay not run over another protocol. 
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if ((bind = (struct t_bijxl ♦)talloc{listen_fd, T_B1ND, T_ALL) ) NULL) { 
t_error("t_alloc of t_bind structure failed"); 
exit(2); 

} 

bind->qlen = 1; 

bind->addr . len = sizeof ( int ) ; 

♦(int *)hind->addr.buf = SEW_AECR; 

if (tbind(listen_fd, bind, bind) < 0) { 
tj e rror("t_bind failed for listenfd"); 
exit(3); 

} 

/♦ 

* Was the correct address bound? 
V 

if (♦(int ♦)bind->addr.buf 1= SRVAECR) { 

fprintf (stderr, "t_bind bound wrong addresso); 
exit(4); 

} 



As with the client, the first step is to call L.open to establish a transport 
endpoint with the desired transport provider. This endpoint, listen^fd, will be 
used to listen for connect indications. Next, the server must bind its well- 
known address to the endpoint. This address is used by each client to access 
the server. The second argument to t—bind requests that a particular address 
be bound to the transport endpoint. This argument points to a t— bind struc- 
ture with the following format: 
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struct t_bind { 

struct netbuf addr; 
unsigned qlen; 

} 

where addr describes the address to be bound, and qlen indicates the max- 
imum outstanding connect indications that may arrive at this endpoint. All 
Transport Interface structure and constant definitions are found in <tiuser.h>. 

The address is specified using a netbuf structure that contains the follow- 
ing members: 

struct netbuf { 

vmsigned int maxlen; 
unsigned int len; 
char *buf ; 

} 

where buf points to a buffer containing the data, len specifies the bytes of data 
in the buffer, and maxlen indicates the maximum bytes the buffer can hold 
(and need only be set when data is returned to the user by a Transport Inter- 
face routine). For the t.bind structure, the data pointed to by buf identifies a 
transport address. It is expected that the structure of addresses will vary 
among each protocol implementation under the Transport Interface. The net- 
buf structure is intended to support any such structure. 

If the value of qlen is greater than 0, the transport endpoint may be used 
to listen for connect indications. In such cases, t— bind directs the transport 
provider to immediately begin queueing connect indications destined for the 
bound address. Furthermore, the value of qlen indicates the maximum out- 
standing connect indications the server wishes to process. The server must 
respond to each connect indication, either accepting or rejecting the request 
for connection. An outstanding connect indication is one to which the server 
has not yet responded. Often, a server will fully process a single connect indi- 
cation and respond to it before receiving the next indication. In this case, a 
value of 1 is appropriate for qlen. However, some servers may wish to 
retrieve several connect indications before responding to any of them. In such 
cases, qlen indicates the maximum number of such outstanding indications the 
server will process. An example of a server that manages multiple outstand- 
ing connect indications is presented in Chapter 6. 
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t—alloc is called to allocate the L.bind structure needed by t_bind. 
t_alloc takes three arguments. The first is a file descriptor that references a 
transport endpoint. This is used to access the characteristics of the transport 
provider [see f_open(3N)]. The second argument identifies the appropriate 
Transport Interface structure to be allocated. The third argument specifies 
which, if any, netbuf buffers should be allocated for that structure. T__ALL 
specifies that all netbuf buffers associated with the structure should be allo- 
cated, and will cause the addr buffer to be allocated in this example. The size 
of this buffer is determined from the transport provider characteristic that 
defines the maximum address size. The maxlen field of this netbuf structure 
will be set to the size of the newly allocated buffer by t_alloc. The use of 
t_alloc will help ensure the compatibility of user programs with future 
releases of the Transport Interface. 

The server in this example will process connect indications one at a time, 
so qlen is set to one. The address information is then assigned to the newly 
allocated t_bind structure. This t_bind structure will be used to pass infor- 
mation to t_bind in the second argument, and also will be used to return 
information to the user in the third argument. 

On return, the t.bind structure will contain the address that was bound 
to the transport endpoint. If the provider could not bind the requested 
address, perhaps because it had been bound to another transport endpoint, it 
will choose another appropriate address. 



NOTE 



Each transport provider will manage its address space differently. Some 
transport providers may allow a single transport address to be bound to 
several transport endpoints, while others may require a uruque address 
I per endpoint. The Transport Interface supports either choice. Based on 
its address management rules, a provider will determine if it can bind the 
requested address. If not, it will choose another valid address from its 
address space and bind it to the transport endpoint. 

The server must check the bound address to ensure that it is the one previ- 
ously advertised to clients. Otherwise, the clients will be unable to reach the 
server. 

If t_bind succeeds, the provider will begin queueing connect indications. 
The next phase of communication, connection establishment, is entered. 
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The connection establishment procedures highlight the distinction 
between clients and servers. The Transport Interface imposes a different set of 
procedures in this phase for each type of transport user. The client initiates 
the connection establishment procedure by requesting a connection to a partic- 
ular server using t-.connect. The server is then notified of the client's request 
by calling t— listen. The server may either accept or reject the client's request. 
It will call t— accept to establish the connection, or call t— snddis to reject the 
request. The client will be notified of the server's decision when t— connect 
completes. 

The Transport Interface supports two facilities during connection establish- 
ment that may not be supported by all transport providers. The first is the 
ability to transfer data between the client and server when establishing the 
connection. The client may send data to the server when it requests a connec- 
tion. This data will be passed to the server by f listen. Similarly, the server 
can send data to the client when it accepts or rejects the connection. The con- 
nect characteristic returned by L.open determines how much data, if any, two 
users may transfer during connect establishment. 

The second optional service supported by the Transport Interface during 
connection establishment is the negotiation of protocol options. The client 
may specify protocol options that it would like the remote user and/or tran- 
sport provider to use. The Transport Interface supports both local and remote 
option negotiation. As discussed earlier, option negotiation is inherentiy a 
protocol-specific function. Use of this facility is discouraged if protocol- 
independent software is a goal (see Appendix B). 



The Client 

Continuing with the client/server example, the steps needed by the client 
to establish a connection are shown next: 



3-1 NETWORK PROGRAMMER'S GUIDE 



Connection Establishment 



*■ By assuming that the address is an integer value, 
* t'his program losy not run over another pcotocsol.* 
V 

if ((snacall = (struct t_call ♦)t_alloc{fd, T,CAIIi, TADER)) ~ NULL) { 
t_erxar("t_alloc failed"); 
exit(3); 

} 

snicall->addr.len ~ 8iz60f(int); 
♦(int *)s«icall->addr.buf = SFVJffiCR; 

if {t_oamiect(fd, sndcall, NOLL) < 0) { 
tj err or ( "t_oogiiiect failed for fd"); 
exit(4); 

V J 

The t_connect call establishes the connection with the server. The first argu- 
ment to t—connect identifies the transport endpoint through which the con- 
nection is established, and the second argument identifies the destination 
server. This argument is a pointer to a t—call structure, which has the follow- 
ing format: 

struct t_call { 

struct net±uf addr; 
struct netbuf opt; 
struct netbuf udata; 
int sequence; 

} 

addr identifies the address of the server, opt may be used to specify protocol- 
specific options that the client would like to associate with the connection, and 
udata identifies user data that may be sent with the connect request to the 
server. The sequence field has no meaning for t— connect. 
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L-alloc is called above to allocate the t_call structure dynamically. Once 
allocated, the appropriate values are assigned. In this example, no options or 
user data are associated with the L-COimect call, but the server's address must 
be set. The third argument to L-alloc is set to T_^DDR to indicate that an 
appropriate netbuf buffer should be allocated for the address. The server's 
address is then assigned to buf, and len is set accordingly. 

The third argument to t_connect can be used to return information about 
the newly established connection to the user, and may retrieve any user data 
sent by the server in its response to the connect request. It is set to NULL by 
the client here to indicate that this information is not needed. The connection 
will be established on successful return of t_connect. If the server rejects the 
connect request, t-.connect will fail and set t^ermo to TLOOK. 



Event Handling 

The TLOOK error has special significance in the Transport Interface. 
Some Transport Interface routines may be interrupted by an unexpected asyn- 
chronous transport event on the given transport endpoint, and TLOOK noti- 
fies the user that an event has occurred. As such, TLOOK does not indicate 
an error with a Transport Interface routine, but the normal processing of that 
routine will not be performed because of the pending event. The events 
defined by the Transport Interface are listed here: 



T_LISTEN 
T_CONNECT 

T_DATA 
T_EXDATA 

T_DISCONNECT 



A request for a connection, called a connect indication, 
has arrived at the transport endpoint. 

The confirmation of a previously sent connect request, 
called a connect confirmation, has arrived at the tran- 
sport endpoint. The confirmation is generated when a 
server accepts a connect request. 

User data has arrived at the transport endpoint. 

Expedited user data has arrived at the transport end- 
point. (Expedited data will be discussed later in this 
chapter.) 

A notification that the connection was aborted or that 
the server rejected a connect request, called a discon- 
nect indication, has arrived at the transport endpoint. 
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T— ORDREL A request for the orderly release of a connection, 

called an orderly release indication, has arrived at the 
transport endpoint. 

T_UDERR The notification of an error in a previously sent 

datagram, called a unitdata error indication, has 
arrived at the transport endpoint (see Chapter 4), 

As described in the state tables of Appendix A, it is possible in some 
states to receive one of several asynchronous events. The LJook [see 
f-Joofc(3N)] routine enables a user to determine what event has occurred if a 
TLOOK error is returned. The user can then process that event accordingly. 
In the example, if a connect request is rejected, the event passed to the client 
will be a disconnect indication. The client will exit if its request is rejected. 



The Server 

Returning to the example, when the client calls L.connect, a connect indi- 
cation will be generated on the server's listening transport endpoint. The 
steps required by the server to process the event are presented below. For 
each client, the server accepts the connect request and spawns a server process 
to manage the connection. 
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if ((call = (struct tcall *)t_alloc(listenfd, TCALL, T_ALL)) ~ NOLL) { 
tje r ro o r ( "t_alloc of tjsall structure failed"); 

} 

^^e (1) { 

if (tjlisteii(listenfd, call) < 0) { 

t_errQr( "t_listen failed far listen_fd" ) ; 
exit(6); 

} 

if ((oannfd = accept_call(listen_fd, call)) 1= DISOONNBCT) 
run_server{lifiten_fd) ; 

} 

} 



The server will loop forever, processing each connect indication. First, the 
server calls t-Jisten to retrieve the next connect indication. When one arrives, 
the server calls accept— call to accept the connect request, accept— call accepts 
the connection on an alternate transport endpoint (as discussed below) and 
returns the value of that endpoint. conned is a global variable that identifies 
the transport endpoint where the connection is established. Because the con- 
nection is accepted on an alternate endpoint, the server may continue listening 
for connect indications on the endpoint that was bound for listening. If the 
call is accepted without error, run— server will spawn a process to manage the 
connection. 

The server allocates a t— call structure to be used by t listen. The third 
argument to t_alloc, T__ALL, specifies that all necessary buffers should be 
allocated for retrieving the caller's address, options, and user data. As men- 
tioned earlier, the transport provider in this example does not support the 
transfer of user data during connection establishment, and also does not sup- 
port any protocol options. Therefore, t— alloc will not allocate buffers for the 
user data and options. It must, however, allocate a buffer large enough to 
store the address of the caller. t_alloc determines the buffer size from the 
addr characteristic returned by t—Open. The maxlen field of each netbuf struc- 
ture will be set to the size of the newly allocated buffer by t— alloc, {maxlen is 
for the user data and options buffers.) 
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Using the t-.call structure, the server calls t— listen to retrieve the next 
connect indication. If one is currently available, it is returned to the server 
immediately. Otherwise, t— listen will block until a connect indication arrives. 



NOTE 



The Transport Interface supports an asynchronous mode for such rou- 
tines that will prevent a process from blocking. This feature is discussed 
in Chapter 6. 



When a connect indication arrives, the server calls accept— call to accept 
the client's request, as follows: 
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acx»pt_call(listen_fd, call) 
inct listen_fd; 
struct t_call *call; 
{ 

int resfd; 

if ((resfd = t_open( Vdev/tivc" , q_FDWR, NULL)) < 0) { 
tje r ro r ( "t_ppen for responding fd failed" ) ; 
exit(7); 

} 

if (t_biixa(resfd, NOLL, NULL) < 0) { 

t_error("t_biiid for responding fd failed"); 
exit(8); 

} 

if (t_accept(listenfd, resfd, call) < 0) { 

if (t_errTK> = TLCXK) { /* nust be a disconnect ♦/ 
if (trcvdis(li5ten_fd, NOIIi) < 0) { 

t^error ( "tjcvdis failed for listen^fd"); 
exit(9); 

) 

if (t_close(resfd) < 0) { 

t_errar( "t_close failed for responding fd"); 
exit(IO); 

} 

/* go back up and listen for other calls */ 
retum(DISOCWNBCr) ; 

} 

t__error( "t_accept failed"); 
exitdl); 

} 

retuzn( resfd) ; 



accept-.call takes two arguments, listen— fd identifies the transport endpoint 
where the connect indication arrived, and call is a pointer to a t— call structure 
that contains all information associated with the connect indication. The 
server will first establish another transport endpoint by opening the clone 
device node of the transport provider and binding an address. As with the 
client, a NULL value is passed to L.bind to specify that the user does not care 
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what address is bound by the provider. The newly established transport end- 
point, resfd, is used to accept the client's connect request. 

The first two arguments of t— accept specify the listening transport end- 
point and the endpoint where the connection will be accepted, respectively. A 
connection may be accepted on the listening endpoint. However, this would 
prevent other clients from accessing the server for the duration of that connec- 
tion. 

The third argument of t_accept points to the t-call structure associated 
with the connect indication. This structure should contain the address of the 
calling user and the sequence number returned by t— listen. The value of 
sequence has particular significance if the server manages multiple outstanding 
connect indications. Chapter 6 presents such an example. Also, the t— call 
structure should identify protocol options the user would like to specify and 
user data that may be passed to the client. Because the transport provider in 
this example does not support protocol options or the transfer of user data 
during connection establishment, the t—call structure returned by t-Jisten 
may be passed without change to t— accept. 

For simplicity in the example, the server will exit if either the t— open or 
t— bind call fails. exit(2) will close the transport endpoint associated with 
listen^fd, causing the transport provider to pass a disconnect indication to the 
client that requested the connection. This disconnect indication notifies the 
client that the connection was not established; t_connect will fail, setting 
t_errno to TLOOK. 

t.accept may fail if an asynchronous event has occurred on the listening 
transport endpoint before the connection is accepted, and t_ermo will be set 
to TLOOK. The state transition table in Appendix A shows that the only 
event that may occur in this state with only one outstanding connect indica- 
tion is a disconnect indication. This event may occur if the client decides to 
undo the connect request it had previously initiated. If a disconnect indication 
arrives, the server must retrieve the disconnect indication using t-_rcvdis. 
This routine takes a pointer to a t_discon structure as an argument, which is 
used to retrieve information associated with a disconnect indication. In this 
example, however, the server does not care to retrieve this information, so it 
sets the argument to NULL. After receiving the disconnect indication, 
accept—call closes the responding transport endpoint and returns DISCON- 
NECT, which informs the server that the connection was disconnected by the 
client. The server then listens for further connect indications. 
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Figure 3-1 illustrates how the server establishes connections. 
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Figure 3-1: Listening and Responding Transport Endpoints 



The transport connection is established on the newly created responding end- 
point, and the listening endpoint is freed to retrieve further connect indica- 
tions. 
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Once the connecrion has been established, both the client and server may 
begin transferring data over the connection using t-^nd and t_rcv. In fact, 
the Transport Interface does not differentiate the client from the server from 
this point on. Either user may send and receive data, or release the connec- 
tion. The Transport Interface guarantees reliable, sequenced delivery of data 
over an existing connection. 

Two classes of data may be transferred over a transport connection: nor- 
mal and expedited. Expedited data is typically associated with information of 
an urgent nature. The exact semantics of expedited data are subject to the 
interpretations of the transport provider. Furthermore, all transport protocols 
do not support the notion of an expedited data class [see t—open{3N)]. 

All transport protocols support the transfer of data in byte stream mode, 
where "byte stream" implies no concept of message boundaries on data that 
is transferred over a connection. However, some transport protocols support 
the preservation of message boundaries over a transport connection. This ser- 
vice is supported by the Transport Interface, but protocol-independent 
software must not rely on its existence. 

The message interface for data transfer is supported by a special flag of 
t— snd and t—rcv called T—MORE. The messages, called Transport Service 
Data Units (TSDU), may be transferred between two transport users as distinct 
units. The maximum size of a TSDU is a characteristic of the underlying tran- 
sport protocol. This information is available to the user from t_open and 
t—getinfo. Because the maximum TSDU size can be large (possibly unlim- 
ited), the Transport Interface enables a user to transmit a message in multiple 
units. 

To send a message in multiple units over a transport connection, the user 
must set the T—MORE flag on every t^nd call except the last. This flag indi- 
cates that the user will send more data associated with the message in a sub- 
sequent call to t— snd. The last message unit should be transmitted with 
T_MORE turned off to indicate that this is the end of the TSDU. 

Similarly, a TSDU may be passed to the user on the receiving side in mul- 
tiple units. Again, if t— rev returns with the T—MORE flag set, the user should 
continue calling t_rcv to retrieve the remainder of the message. The last unit 
in the message will be indicated by a call to t— rev that does not set T_MORE. 
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7 The T-_MORE flag implies nothing about how the data may be packaged 
below the Transport Interface. Furthermore, it implies nothing about how 
the data may be delivered to the remote user. Each transport protocol, 
and each implementation of that protocol, may package and deliver the 
data differently. 

For example, if a user sends a complete message in a single call 
to t—snd, there is no guarantee that the transport provider will deliver the 
data in a single unit to the remote transport user. Similarly, a TSDU 
transmitted in two message units may be delivered in a single unit to the 
remote transport user. The message boundaries may only be preserved by 
noting the value of the T__MORE flag on t_snd and t— rev. This will 
guarantee that the receiving user will see a message with the same con- 
tents and message boundaries as was sent by the remote user. 



The Client 

Continuing with the client/server example, the server will transfer a log 
file to the client over the transport connection. The client receives this data 
and writes it to its standard output file. A byte stream interface is used by the 
client and server, where message boundaries (that is, the T_MORE flag) are 
ignored. The client receives data using the following instructions: 



vdrLle ((ribytes = t__rcv(fd, buf, 1024, &flags)) 1= -1) { 
if (fwrite(buf, 1, nbytes, stadout) < 0) { 
fprintf(stderr, "fwrite failedo); 
exit(5); 

} 

} 



The client continuously calls t— rev to process incoming data. If no data is 
currently available, t— rev blocks until data arrives. L- rev will retrieve the 
available data up to 1024 bytes, which is the size of the client's input buffer, 
and will return the number of bytes that were received. The client then writes 
this data to standard output and continues. The data transfer phase v^U 
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complete when t_rcv fails, t— rev will fail if an orderly release indication or 
disconnect indication arrives^ as will be discussed later in this chapter. If the 
fwrite call [see fwrite{3S)] fails for any reason, the client will exit, thereby 
closing the transport endpoint. If the transport endpoint is closed (either by 
exit or t— close) when it is in the data transfer phase, the connection will be 
aborted and the remote user will receive a disconnect indication. 



The Server 

Looking now at the other side of the connection, the server manages its 
data transfer by spawning a child process to send the data to the client. The 
parent process then loops back to listen for further connect indications, 
run— server is called by the server to spawn this child process as follows: 



oonnrelease( } 
{ 

/• cx3nn_f d is global because needed here ♦/ 
if (t_look(cxann_fd) = TDISOONNBCT) { 

fprantf (stderr, "oannectican abortedo); 

exit(12); 

} 

/* else orderly release indication - nonnal exit V 
exit(O); 

} 

nm_server ( listen_f d ) 

int listened; 

{ 

int nbytes; 

FTTiK ♦logfp; /♦ file pointer to log file */ 

char buf[1024]; 

switch (fork( )} { 

case -1: 

perrar("fork failed"); 
exit(20); 

default: /* parent */ 

/* close oami_fd and then go up and listen again */ 
if (t_close(oann_fd) < 0) { 

t_error("t_close failed for oonn__fd"); 

e3cLt(21); 

} 
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return; 

case 0: /* child */ 

/♦ close listen_fd and do service */ 
if (t_close(listen_fd) < 0) { 

t_errar("tj2lose failed for listenjEd"); 

exit(22); 

) 

if ((logfp = fcpenC'logfile", "r")) == NULL) { 
perroEr( "cannot open logf ile" ) ; 
exit(23); 

} 

signal (SIGPOLL, connrelease) ; 

if (ioctl(conn_fd, IJSETSIG, SJINPOT) < 0) { 

perror( "ioctl I_SEESIG fedled"); 

exit(24); 

} 

if (t_look(oonn_fd) != 0) { /* was disconnect already there? V 
fprintf (stderr, "t_lock returned unesqpected evento); 
exit(25); 

} 

vdiile ((nb/tes = fread{buf, 1, 1024, logfp)) > 0) 
if (t_snd(oann_fd, buf , nbytes, 0) < 0) { 
t_errar( "t_snd failed" ) ; 
exit(26); 




After the fork, the parent process will return to the main processing loop and 
listen for further connect indications. Meanwhile, the child process will 
manage the newly established transport connection. If the fork call fails, exit 
will close the transport endpoint associated with listen^fd. This action will 
cause a disconnect indication to be passed to the client, and the client's 
t_connect call will fail. 
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The server process reads 1024 bytes of the log file at a time and sends 
that data to the client using t_snd. buf points to the start of the data buffer, 
and nbytes specifies the number of bytes to be transmitted. The fourth argu- 
ment is used to specify optional flags. Two flags are currently supported: 
T—EXPEDITED may be set to indicate that the data is expedited, and 
T— MORE may be set to define message boundaries when transmitting mes- 
sages over a connection. Neither flag is set by the server in this example. 

If the user begins to flood the transport provider with data, the provider 
may exert back pressure to provide flow control. In such cases, t— snd will 
block until the flow control is relieved, and will then resume its operation. 
t_snd will not complete until nbyte bytes have been passed to the transport 
provider. 

The t-^nd routine does not look for a disconnect indication (signifying 
that the connection was broken) before passing data to the provider. Also, 
because the data traffic is flowing in one direction, the user will never look for 
incoming events. If, for some reason, the connection is aborted, the user 
should be notified because data may be lost. One option available to the user 
is to use Uook to check for incoming events before each t— snd call. A more 
efficient solution is the one presented in the example. The STREAMS 
I_SETSIG ioctl enables a user to request a signal when a given event occurs 
[see $treamio{7) and signal{2)]. The STREAMS event of concern here is 
S— INPUT, which will cause a signal to be sent to the user if any input arrives 
on the Stream referenced by conn_/d. If a disconnect indication arrives, the 
signal catching routine (connrelease) will print an appropriate error message 
and then exit. 

If the data traffic flowed in both directions in this example, the user would 
not have to monitor the connection for disconnects. If the client alternated 
t_snd and t—rcv calls, it could rely on t— rev to recognize an incoming discon- 
nect indication. 
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At any point during data transfer, either user may release the transport 
connection and end the conversation. As mentioned earlier, two forms of 
connection release are supported by the Transport Interface. The first, abor- 
tive release, breaks a connection immediately and may result in the loss of 
any data that has not yet reached the destination user, t— snddis may be 
called by either user to generate an abortive release. Also, the transport pro- 
vider may abort a connection if a problem occurs below the Transport Inter- 
face. L-snddis enables a user to send data to the remote user when aborting 
a connection. Although the abortive release is supported by all transport pro- 
viders, the ability to send data when aborting a connection is not. 

When the remote user is notified of the aborted connection, t— rcvdis must 
be called to retrieve the disconnect indication. This call will return a reason 
code that indicates why the connection was aborted, and will return any user 
data that may have accompanied the disconnect indication (if the abortive 
release was initiated by the remote user). This reason code is specific to the 
underlying transport protocol, and should not be interpreted by protocol- 
independent software. 

The second form of connection release is orderly release, which gracefully 
terminates a connection and guarantees that no data will be lost. All transport 
providers must support the abortive release procedure, but orderly release is 
an optional facility that is not supported by all transport protocols. 
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The Server 



The client/server example in this chapter assumes that the transport pro- 
vider does support the orderly release of a connection. When all the data has 
been transferred by the server, the connection may be released as follows: 



if (t_sntarel(cx2m_fd) < 0) { 
t_error{"t_sndrel failed"); 
exit(27); 

} 

pause ( ); /♦ until orderly release indication arrives ♦/ 



The orderly release procedure consists of two steps by each user. The first 
user to complete data transfer may initiate a release using t_sndrel, as illus- 
trated in the example. This routine informs the client that no more data will 
be sent by the server. When the client receives such an indication, it may 
continue sending data back to the server if desired. When all data has been 
transferred, however, the client must also call t— sndrel to indicate that it is 
ready to release the connection. The connection will be released only after 
both users have requested an orderly release and received the corresponding 
indication from the other user. 

In this example, data is transferred in one direction from the server to the 
client, so the server does not expect to receive data from the client after it has 
initiated the release procedure. Thus, the server simply calls pause [see 
pau$e{2)] after initiating the release. Eventually, the remote user will respond 
with its orderly release request, and the indication will generate a signal that 
will be caught by connrelease. Remember that the server earlier issued an 
L_SETSIG ioctl call to generate a signal on any incoming event. Since the 
only possible Transport Interface events that can occur in this situation are a 
disconnect indication or orderly release indication, connrelease will terminate 
normally when the orderly release indication arrives. The exit call in 
connrelease will close the transport endpoint, thereby freeing the bound 
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address for use by another user. If a user process wants to close a transport 
endpoint without exiting, it may call f—dose. 



The Client 

The client's view of connection release is similar to that of the server. As 
mentioned earlier, the client continues to process incoming data until t_rcv 
fails. If the server releases the connection (using either i-snddis or t-sndrel), 
t_rcv will fail and set t—ermo to TLOOK. The client then processes the con- 
nection release as follows: 



if ( (terrno = TUXK) && (tlod!c(fd) == TOREREL) ) { 
if (trcwrel(fd) < 0) { 

t_error{ "t_rcvrel failed"); 
exit(6); 

} 

if (tsw3rel(fd) < 0) { 

t_.errcQ:( "t_saaarel failed"); 
eicit(7); 

> 

exit(O); 

} 

t_ e Er or ( "tjrcv failed" ) ; 
exit(8); 



Under normal circumstances, the client terminates the transfer of data by cad- 
ling t— sndrel to initiate the connection release. When the orderly release 
indication arrives at the client's side of the connection, the client checks to 
make sure the expected orderly release indication has arrived. If so, it 
proceeds with the release procedures by calling t— rcvrel to process the indica- 
tion and L- sndrel to inform the server that it is also ready to release the con- 
nection. At this point the client exits, thereby closing its transport endpoint. 
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Because all transport providers do not support the orderly release facility 
just described, users may have to use the abortive release facility provided by 
t— snddis and t-jrcvdis. However, steps must be taken by each user to 
prevent any loss of data. For example, a special byte pattern may be inserted 
in the data stream to indicate the end of a conversation. Many mechanisms 
are possible for preventing data loss. Each application and high-level protocol 
must choose an appropriate mechanism given the target protocol environment 
and requirements. 
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Introduction 



This chapter describes the connectionless-mode service of the Transport 
Interface, Connectionless-mode service is appropriate for short-term 
request/response interactions, such as transaction processing appUcations. 
Data are transferred in self-contained units with no logical relationship 
required among multiple units. 

The connectionless-mode services will be described using a transaction 
server as an example. This server waits for incoming transaction queries, and 
processes and responds to each query. 
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Just as with connection-mode service, the transport users must perform 
appropriate local management steps before data can be transferred. A user 
must choose the appropriate connectionless service provider using L.open and 
establish its identity using t— bind. 

L.optmgmt may be used to negotiate protocol options that may be associ- 
ated with the transfer of each data unit. As with the connection-mode service, 
each transport provider specifies the options, if any, that it supports. Option 
negotiation is therefore a protocol-specific activity. 

In the example, the definitions and local management calls needed by the 
transaction server are as follows: 



#iiiclude <stdio.h> 
#include <fcntl.h?' 
^include <ti\iser.h> 

#definfi SKV ADDR 2 /* server's well-kncwn address V 



iiiain( ) 
{ 

int fd; 
lilt flags; 

struct thii^ *bind; 
stmct t_unitdata *ud; 
struct t_uderr *uderr; 

extern int tjermo; 

if ((fd = t_qpen(Vdfiv/tidg", OJIDWR, NOU*)) < 0) { 
t_erxor( "unable to open /dev^^provider" ) ; 
ejcit(1); 

} 
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if ((bind = (struct t_band *)t_alloc(fd, T_BIND, T_ACDR) ) == NULL) 
t_error("t_alloc of t_biiid structure failed"); 
exit(2); 

} 



biiid->adch:.len = si2eof(int); 
*(int ♦)bind->addr.buf = SRVADDR; 
bind->qlen = 0; 



if (t_bind(fd, bind, bind) < 0) { 
t_error( "t_biixi failed"); 
exit(3); 

} 



/* 

♦ is the bound address correct? 
*/ 



if (♦(int ♦)bind->addr.buf != SRV_AEER) { 

fprintf (stderr, "t_bind bound wrong adtaresso); 
exit(4); 

} 




The local management steps should look familiar by now. The server 
establishes a transport endpoint with the desired transport provider using 
t— open. Each provider has an associated service type, so the user may choose 
a particular service by opening the appropriate transport provider file. This 
connectionless-mode server ignores the characteristics of the provider returned 
by t_open in the same way as the users in the connection-mode example, set- 
ting the third argument to NULL. For simplicity, the transaction server 
assumes the transport provider has the following characteristics: 
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■ The transport address is an integer value that uniquely identifies each 
user. 

■ The transport provider supports the T_CLTS service type (connection- 
less transport service, or datagram). 

■ The transport provider does not support any protocol-specific options. 

The connectionless server also binds a transport address to the endpoint 
so that potential clients may identify and access the server. A t— bind struc- 
ture is allocated using t-_alloc, and the buf and len fields of the address are set 
accordingly. 

One important difference between the connection-mode server and this 
connectionless-mode server is that the qlen field of the t_bind structure has 
no meaning for connectionless-mode service. That is because all users are 
capable of receiving datagrams once they have bound an address. The Trans- 
port Interface defines an inherent client/server relationship between two users 
while establishing a transport connection in the connection-mode service. 
However, no such relationship exists in the connectionless-mode service. It is 
the context of this example, not the Transport Interface, that defines one user 
as a server and another as a client. 

Because the address of the server is known by all potential clients, the 
server checks the bound address returned by t-Jbind to ensure it is correct. 
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Once a user has bound an address to the transport endpoint, datagrams 
may be sent or received over that endpoint. Each outgoing message is accom- 
panied by the address of the destination user. In addition, the Transport 
Interface enables a user to specify protocol options that should be associated 
v^th the transfer of the data unit (for example, transit delay). As discussed 
earlier, each transport provider defines the set of options, if any, that may 
accompany a datagram. When the datagram is passed to the destination user, 
the associated protocol options may be returned as well. 

The following sequence of calls illustrates the data transfer phase of the 
connectionless-mode server: 



if ((ud = (struct tjmitdata ♦)t_alloc(fd, TJJNITDATA, T_ALL)) = NULL) { 
t_error("t_alloc of tunitdata structure failed"); 
exit(5); 

> 

if ((uderr = (strtict t_udfirr ♦)t_alloc(fd, TUDERROR, T_ALL)) == NULL) { 
t_errar( "t_alloc of t_uderr structure failed"); 
exit(6); 

} 

\*ile (1) { 

if (t_rcvudata(fd, ud, &flags) < 0) { 
if (t_ermD = TLCXK) { 

/* 

* Error on previously sent datagram 
♦/ 

if (t_rcvuderr(fd, uderr) < 0) { 
exit(7); 

} 

fprintf (stderr, "bad datagram, error = 96do, 

uderr->errar) ; 
continue; 

} 
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t_error( "t_rcvudata failed"); 
e)cit(8); 

} 

/* 

♦ Qufiry( ) processes the request and places the 

* response in ud->udata.baf , setting ud->udata.len 
V 

qafiry(ud); 

if (t_jsndudata(fd, ud, 0) < 0) { 
tjBrrar( "t_swaudata failed" ) ; 
exit(9); 



The server must first allocate a t—unitdata structure for storing datagrams, 
which has the following format: 

struct t_unitdata { 
struct netbuf addr; 
struct netbuf opt; 
struct netbuf udata; 

} 

addr holds the source address of incoming datagrams and the destination 
address of outgoing datagrams, opt identifies any protocol options associated 
with the transfer of the datagram, and udata holds the data itself. The addr, 
opt, and udata fields must all be allocated with buffers that are large enough 



} 



query( ) 



/* Merely a stub for sinplicity ♦/ 
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to hold any possible incoming values. As described in the previous chapter, 
the T— ALL argument to t_alloc will ensure this and will set the maxlen field 
of each netbuf structure accordingly. Because the provider does not support 
protocol options in this example, no options buffer will be allocated, and max- 
len will be set to zero in the netbuf structure for options. A t_uderr structure 
is also allocated by the server for processing any datagram errors, as will be 
discussed later in this chapter. 

The transaction server loops forever, receiving queries, processing the 
queries, and responding to the clients. It first calls t— rcvudata to receive the 
next query, t— rcvudata will retrieve the next available inconung datagram. If 
none is currently available, t— rcvudata will block, waiting for a datagram to 
arrive. The second argument of t— rcvudata identifies the t— unitdata structure 
where the datagram should be stored. 

The third argument, flags, must point to an integer variable and may be 
set to T_MORE on return from t— rcvudata to indicate that the user's udata 
buffer was not large enough to store the full datagram. In this case, subse- 
quent calls to t— rcvudata will retrieve the remainder of the datagram. 
Because t— alloc allocates a udata buffer large enough to store the maximum 
datagram size, the transaction server does not have to check the value of flags. 

If a datagram is received successfully, the transaction server calls the query 
routine to process the request. This routine will store the response in the 
structure pointed to by ud, and will set ud->udataAen to indicate the number 
of bytes in the response. The source address returned by t— rcvudata in 
ud->addr will be used as the destination address by t— sndudata. 

When the response is ready, t— sndudata is called to return the response 
to the client. The Transport Interface prevents a user from flooding the trans- 
port provider with datagrams using the same flow control mechanism 
described for the connection-mode service. In such cases, t-^ndudata will 
block until the flow control is relieved, and will then resume its operation. 
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If the transport provider cannot process a datagram that was passed to it 
by t—sndudata, it will return a unit data error event, T—UDERR, to the user. 
This event includes the destination address and options associated with the 
datagram, plus a protocol-specific error value that describes what may be 
wrong with the datagram. The reason a datagram could not be processed is 
protocol-specific. One reason may be that the transport provider could not 
interpret the destination address or options. Each transport protocol is 
expected to specify all reasons for which it is unable to process a datagram. 

The unit data error indication is not necessarily intended to indicate success 
or failure in delivering the datagram to the specified destination. The trans- 
port protocol decides how the indication will be used. Remember, the con- 
nectionless service does not guarantee reliable delivery of data. 



NOTE 



The transaction server will be notified of this error event when it attempts 
to receive another datagram. In this case, t_jcvudata will fail, setting t— errno 
to TLOOK. If TLOOK is set, the only possible event is T_UDERR, so the 
server calls t_rcvuderr to retrieve the event. The second argument to 
L-rcvuderr is the t_uderr structure that was allocated earlier. This structure 
is filled in by L-rcvuderr and has the following format: 

struct tjjderr { 

struct netbuf addr; 
struct netbuf opt; 
long error; 

} 

where addr and opt identify the destination address and protocol options as 
specified in the bad datagram, and error is a protocol-specific error code that 
indicates why the provider could not process the datagram. The transaction 
server prints the error code and then continues by entering the processing 
loop again. 
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Introduction 



A user may wish to establish a transport connection and then exec [see 
exec{2)] an existing user program such as cat [see cat(l)] to process the data as 
it arrives over the connection. However, existing programs use read and 
write for their I/O needs. The Transport Interface does not directly support a 
read/write interface to a transport provider, but one is available with UNIX 
System V/386. This interface enables a user to issue read and write calls 
over a transport connection that is in the data transfer phase. This chapter 
describes the read/write interface to the connection-mode service of the 
Transport Interface. This interface is not available with the connectionless- 
mode service. 

The read/write interface is presented using the cUent example of Chapter 
3 with some minor modifications. The clients are identical until the data 
transfer phase is reached. At that point, this client will use the read/ write 
interface and cat to process incoming data, cat can be run without change 
over the transport connection. Only the differences between this client and 
that of the example in Chapter 3 are shown below. 



#include <stxopts.h> 



* Same local rranagement and oannection 

* estabUshment steps. 
♦/ 



if (ioctl(fd, I_PUSH, "tiztawr") < 0) { 
perrar( "I_roSH of tirdwr failed"); 
exit(5); 

} 

close(O); 
<ii^(fd); 

execl( "/bin/cat", "/bin/cat", 0); 
perrorC'execl of /bin/oat failed"); 
eicit(6); 
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The client invokes the read/write interface by pushing the tirdwr [see 
tirdivfi?)] module onto the Stream associated with the transport endpoint 
where the connection was established [see L-PUSH in streamio{7)l This 
module converts the Transport Interface above the transport provider into a 
pure read/ write interface. With the module in place, the client calls close 
[see close{2)] and dup [see dup(2)\ to establish the transport endpoint as its 
standard input file, and uses /bin/cat to process the input. Because the 
transport endpoint identifier is a file descriptor, the facility for duping the 
endpoint is available to users. 

Because the Transport Interface has been implemented using STREAMS, 
the facilities of this character I/O mechanism can be used to provide 
enhanced user services. By pushing the tirdwr module above the transport 
provider, the user's interface is effectively changed. The semantics of read 
and write must be followed, and message boundaries will not be preserved. 

7 The tirdwr module may only be pushed onto a Stream when the transport 
endpoint is in the data transfer phase. Once the module is pushed, the 
user may not call any Transport Interface routines. If a Transport Interface 
routine is invoked, tirdwr will generate a fatal protocol error, EPROTO, 
on that Stream, rendering it unusable. Furthermore, if the user pops the 
tirdwr module off the Stream [see LJPOP in $treamio{7)], the transport 
connection will be aborted. 

The exact semantics of write, read, and close using tirdwr are described 
below. To summarize, tirdwr enables a user to send and receive data over a 
transport connection using read and write. This module will translate all 
Transport Interface indications into the appropriate actions. The connection 
can be released with the close system call. 
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The user may transmit data over the transport connection using write. 
The tirdwr module will pass data through to the transport provider. How- 
ever, if a user attempts to send a zero-length data packet, which the 
STREAMS mechanism allows, tirdwr will discard the message. If for some 
reason the transport connection is aborted (for example the remote user aborts 
the connection using t-^nddis), a STREAMS hangup condition will be gen- 
erated on that Stream, and further write calls will fail and set ermo to ENXIO. 
The user can still retrieve any available data after a hangup, however. 
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read may be used to retrieve data that has arrived over the transport con- 
nection. The tirdwr module will pass data through to the user from the trans- 
port provider. However, any other event or indication passed to the user from 
the provider will be processed by tirdwr as follows: 

■ read cannot process expedited data because it cannot distinguish 
expedited data from normal data for the user. If an expedited data 
indication is received, tirdwr will generate a fatal protocol error, 
EPROTO, on that Stream. This error will cause further system calls to 
fail. You must therefore be aware that you should not communicate 
with a process that is sending expedited data. 

■ If an abortive disconnect indication is received, tirdwr will discard the 
indication and generate a STREAMS hangup condition on that Stream. 
Subsequent read calls will retrieve any remaining data, and then read 
will return zero for all further calls (indicating end-of-file). 

■ If an orderly release indication is received, tirdwr will discard the indi- 
cation and deliver a zero-length STREAMS message to the user. As 
described in read, this notifies the user of end-of-file by returning to 
the user. 

■ If any other Transport Interface indication is received, tirdwr will gen- 
erate a fatal protocol error, EPROTO, on that Stream. This will cause 
further system calls to fail. If a user pushes tirdwr onto a Stream after 
the connection has been established, such indications will not be gen- 
erated. 
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With tirdwr on a Stream, the user can send and receive data over a trans- 
port connection for the duration of that connection. Either user may terminate 
the connection by closing the file descriptor associated with the transport end- 
point or by popping the tirdwr module off the Stream. In either case, tirdwr 
will take the foUovnng actions: 

■ If an orderly release indication had previously been received by 
tirdwr, an orderly release request will be passed to the transport pro- 
vider to complete the orderly release of the connection. The remote 
user, who initiated the orderly release procedure, will receive the 
expected indication when data transfer completes. 

■ If a disconnect indication had previously been received by tirdwr, no 
special action is taken. 

■ If neither an orderly release indication nor disconnect indication had 
previously been received by tirdwr, a disconnect request will be passed 
to the transport provider to abortively release the connection. 

■ If an error had previously occurred on the Stream and a disconnect 
indication has not been received by tirdwr, a disconnect request will be 
passed to the transport provider, 

A process may not initiate an orderly release after tirdwr is pushed onto a 
Stream, but tirdwr will handle an orderly release properly if it is initiated by 
the user on the other side of a transport connection. If the client in this 
chapter is communicating with the server program in Chapter 3, that server 
will terminate the transfer of data with an orderly release request. The server 
then waits for the corresponding indication from the client. At that point, the 
client exits and the transport endpoint is closed. As explained in the first bul- 
let item above, when the file descriptor is closed, tirdwr will initiate the 
orderly release request from the client's side of the connection. This will gen- 
erate the indication that the server is expecting, and the connection will be 
released properly. 
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Introduction 

This chapter presents important concepts of the Transport Interface that 
have not been covered in the previous chapters. First, an optional non- 
blocking (asynchronous) mode for some library calls is described. Then, an 
advanced programming example is presented that defines a server that sup- 
ports multiple outstanding connect indications and operates in an event-driven 
manner. 
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Many Transport Interface library routines may block waiting for an incom- 
ing event or the relaxation of flow control. However, some time-critical appli- 
cations should not block for any reason. Similarly, an application may wish 
to do local processing while waiting for some asynchronous Transport Inter- 
face event. 

Support for asynchronous processing of Transport Interface events is 
available to applications using a combination of the STREAMS asynchronous 
features and the non-blocking mode of the Transport Interface library rou- 
tines. Earlier examples in this guide have illustrated the use of the STREAMS 
poll system call and the L_SETSIG ioctl command for processing events in an 
asynchronous manner. 

In addition, each Transport Interface routine that may block waiting for 
some event can be run in a special non-blocking mode. For example, t listen 
will normally block, waiting for a connect indication. However, a server can 
periodically poll a transport endpoint for existing connect indications by cal- 
ling t_listen in the non-blocking (or asynchronous) mode. The asynchronous 
mode is enabled by setting O— NDELAY on the file descriptor. This can be set 
as a flag on t— open, or by calling fcntl [see fcntl{2)] before calling the Tran- 
sport Interface routine, fcntl can be used to enable or disable this mode at 
any time. All programming examples illustrated throughout this guide use the 
default, synchronous mode of processing. 

0_NDELAY affects each Transport Interface routine in a different 
manner. To determine the exact semantics of 0_NDELAY for a particular 
routine, see the appropriate pages in Section 3N of the Programmer's Reference 
Manual. 
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The following example demonstrates two important concepts. The first is 
a server's ability to manage multiple outstanding connect indications. The 
second is an illustration of the ability to write event-driven software using the 
Transport Interface and the STREAMS system call interface. 

The server example in Chapter 3 is capable of supporting only one out- 
standing connect indication, but the Transport Interface supports the ability to 
manage multiple outstanding connect indications. One reason a server might 
wish to receive several, simultaneous connect indications is to impose a prior- 
ity scheme on each client. A server may retrieve several connect indications, 
and then accept them in an order based on a priority associated with each 
client. A second reason for handling several outstanding connect indications 
is that the single-threaded scheme has some limitations. Depending on the 
implementation of the transport provider, it is possible that while the server is 
processing the current connect indication, other clients will find it busy. If, 
however, multiple connect indications can be processed simultaneously, the 
server will be found to be busy only if the maximum allowed number of 
clients attempt to call the server simultaneously. 

The server example is event-driven: the process polls a transport endpoint 
for incoming Transport Interface events and then takes the appropriate actions 
for the current event. The example demonstrates the ability to poll multiple 
transport endpoints for incoming events. 

The definitions and local management functions needed by this example 
are similar to those of the server example in Chapter 3. 
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i^inclucie <tiuser.h^ 
#include <fcntl.h?- 
#ijiclude <stdio.h> 
#iiiclude <poll.h> 
#ijiclude <stropts.h> 
^include <signal.h> 



#def aiifi NUM_ETDS 1 
#def infi MAXJXNNIND 4 

#define SRy_ADra 1 /* server's well-knoMn address */ 



int O0Dm_fd; /♦ server cxsamecticn here ♦/ 

struct t_call *calls[NDM_H3S][MAXJXNlI_IND3;/» holds connect indications ♦/ 

extern int tjermo; 



iDain( ) 
{ 

struct pollfd pollfdsCNlMJBS]; 
struct t_bind ♦bind; 
int i; 



/* 

*■ Osily opening and binding cne transport endpoint, 

* but more could be supported 

*/ 

if ({pollfds[0].fd = t_open("/dev/tivc", 0_RDWR, DTOLL)) < 0) { 
t_errar ( "tjypen failed" ) ; 
exitd); 

} 

if ((bind = (struct t_biixl ♦)t_alloc(pollfds[0] .fd, T_BIND, T_ALL)) == NULL) { 
t_error( "t_alloc of t_bind structure failed"); 
exit(2); 

} 

bind->qlen = MAX_O0NN_IND; 
bind->addr.len = sizeof(int); 
♦(int ♦)bind->addr.buf = SPyjaXK; 
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if (tbina(pollfds[0].fd, bind, bind) < 0) { 
tjerror ( "tbind failed" ) ; 
exit(3); 

} 

/* 

* Was the correct address bound? 
♦/ 

if (♦(int *)bind->addr.buf 1= SRV_Aira) { 

fprintf (stderr, "t_bind bound wrong addresso); 
exit(4); 

} 

V 

The file descriptor returned by L.open is stored in a poUfd structure [see 
po//(2)] that will be used to poll the transport endpoint for incoming data. 
Notice that only one transport endpoint is established in this example. How- 
ever, the remainder of the example is written to manage multiple transport 
endpoints. Several endpoints could be supported with minor changes to the 
above code. 

An important aspect of this server is that it sets (\\en to a value greater 
than 1 for t— bind. This indicates that the server is willing to handle multiple 
outstanding connect indications. Remember that the earlier examples single- 
threaded the connect indications and responses. The server would accept the 
current connect indication before retrieving additional connect indications. 
This example, however, can retrieve up to MAX«CONN JND connect indica- 
tions at one time before responding to any of them. The transport provider 
may negotiate the value of qlen downward if it cannot support 
MAX_CONN_JND outstanding connect indications. 

Once the server has bound its address and is ready to process incoming 
connect requests, it does the following: 




ADVANCED TOPICS 6-5 



Advanced Programming Example 



r 




pollfdls[0]. events = PQLLIN; 



while (1) { 

if (polKpollfds, NDMJT3S. -1) < 0) { 
pe r ro r ( "poll fciiled"); 
exit(5); 

} 



for (i = 0; i < NUM_EDS; i++) { 
switch (pollfds[i].revents) { 
default: 

perror( "poll returned error event"); 
exit{6); 

case 0: 

continue; 

case FQLLIN: 

do_event(i, pollfds[i] .fd) ; 
service_jxnnijiiid(i, pollfds[i3.fd) ; 



The events field of the poUfd structure is set to POLLIN, which will notify the 
server of any incoming Transport Interface events. The server then enters an 
infinite loop, in which it will poll the transport endpoint(s) for events, and 
then process those events as they occur. 

The poll call will block indefinitely, waiting for an incoming event. On 
return, each entry (corresponding to each transport endpoint) is checked for an 
existing event. If revents is set to 0, no event has occurred on that endpoint. 
In this case, the server continues to the next transport endpoint. If revents is 
set to POLLIN, an event does exist on the endpoint. In this case, do-_event is 
called to process the event. If revents contains any other value, an error must 
have occurred on the transport endpoint and the server v^dll exit. 



} 
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For each iteration of the loop, if any event is found on the transport end- 
point, service— conn-ind is called to process any outstanding connect indica- 
tions. However, if another connect indication is pending, 8ervice_conn_ind 
will save the current connect indication and respond to it later. This routine 
will be explained shortly. 

If an incoming event is discovered, the follov^ng routine is called to pro- 
cess it: 



do_event{slot, fd) 
{ 

struct tj±Lsoan ♦disoon; 
int i; 

switch (t_lodk(fd)) { 
default: 

fprintf (stderr,"t_lock returned an unexpected evento) ; 
exit(7); 

case T_BRRQR: 

fprintf (stderr,"t_look returned TJHRCR evento); 
exit(8); 

-1: 

t_errar( "t„lcok failed"); 
exitO); 

0: 

/♦ since POLLIN returned, this should not happen */ 
fprintf (stderr,"t_loc3k returned no evento); 
exit(10); 

case TJjISTEN: 
/* 

* find free element in calls array 
♦/ 

for (i = 0; i < MAXj:X)NN_IND; i++) { 
if (calls[slot][i] ~ NULL) 
break; 

} 

if ((calls[slot][i] = {struct t_call *)t_alloc(fd, TCALL, T_ALL)) == NULL) { 
t_ error ( "t_alloc of t_call structure failed"); 
exit(ll); 

> 

if (tlisten(fd, calls[slot][i] ) < 0) { 
t_error("tJListen failed"); 
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exit( 12); 

} 

break; 

case T_piSOCNNBCr: 
disoon = (struct t_disoan ♦)t_alloc(fd, T_DIS, T_ALL); 

if (t_rcvdis(fd, disoon) < 0) { 
t_error( "t_rcvdis failed" ) ; 
€xit(13); 

} 

/♦ 

* find call ix)d in array and delete it 
*/ 

for (i = 0; i < MAXJXNNJKD; i++) { 

if (discan->seciufince = calls[slot][i]->sequfinoe) { 
t_free(calls(slot][i], TCALL); 
calls[slot][i] - NOLL; 



This routine takes a number, slot, and a file descriptor, fd, as arguments, slot 
is used as an index into the global array calls. This array contains an entry for 
each polled transport endpoint, where each entry consists of an array of L_ call 
structures that hold incoming connect indications for that transport endpoint. 
The value of slot is used to identify the transport endpoint of interest. 

do— event calls t— look to determine the Transport Interface event that has 
occurred on the transport endpoint referenced by fd. If a connect indication 
(T-LISTEN event) or disconnect indication (T-DISCONNECT event) has 
arrived, the event is processed. Otherwise, the server prints an appropriate 
error message and exits. 



} 



tjfree (disoon, TDIS); 
break; 
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For connect indications, do— event scans the array of outstanding connect 
indications looking for the first free entry. A t—call structure is then allocated 
for that entry, and the connect indication is retrieved using t-Jisten. There 
must always be at least one free entry in the connect indication array because 
the array is large enough to hold the maximum number of outstanding con- 
nect indications as negotiated by t— bind. The processing of the connect indi- 
cation is deferred until later. 

If a disconnect indication arrives, it must correspond to a previously 
received connect indication. This scenario arises if a client attempts to undo a 
previous connect request. In this case, do_event allocates a i-discon struc- 
ture to retrieve the relevant disconnect information. This structure has the fol- 
lowing members: 

struct t_disoan { 

struct netbuf udata; 
int reasocn; 
int sequence; 

} 

where udata identifies any user data that might have been sent with the 
disconnect indication, reason contains a protocol-specific disconnect reason 
code, and sequence identifies the outstanding connect indication that matches 
this disconnect indication. 

Next, t_rcvdis is called to retrieve the disconnect indication. The array of 
connect indications for slot is then scanned for one that contains a sequence 
number that matches the sequence number in the disconnect indication. When 
the connect indication is found, it is freed and the corresponding entry is set 
to NULL. 

As mentioned earlier, if any event is found on a transport endpoint, 
service..conii— ind is called to process all currently outstanding connect indi- 
cations associated with that endpoint as follows: 
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service_oc}nn_iaad(slot, fd) 
{ 

iixt i; 



for (i = 0; i < MAXJXNNIND; i++) { 
if (calls[slot][i] NULL) 

if ((cxannfd = topen( Vdev/tivc" , 0_RDWR, NULL)) < 0) { 
t_eiror( "open failed"); 
exit(14); 

} 

if (tj5iiid(cx3nn_fd, NULL, NULL) < 0) { 
t_errar("thuid failed"); 
e}d.t(15); 

} 

if <t_accept(fd, O0Dan_fd, calls[slot][i3) < 0) { 
if (t_ermo = TUXK) { 
t_close<oaiin_fd) ; 
rBbum; 

} 

t_erroEr( "t_acc€pt failed"); 
exit(16); 

> 

t_free(calls[slot][i], T_CALL); 
calls[slot][i] = NUU*; 



run_server(fd) ; 

} 

} 




For the given slot (the transport endpoint), the array of outstanding connect 
indications is scanned. For each indication, the server will open a responding 
transport endpoint bind an address to the endpoint, and then accept the con- 
nection on that endpoint. If another event (connect indication or disconnect 
indication) arrives before the current indication is accepted, t-^ccept will fail 
and set t_ermo to TLOOK. 
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The user cannot accept an outstanding connect indication if any pending 
NOTE connect indication events or disconnect indication events exist on that 
I transport endpoint. 



If this error occurs, the responding transport endpoint is closed and 
service— coiin_ind vdll return immediately (saving the current connect indica- 
tion for later processing). This causes the server's main processing loop to be 
entered, and the new event will be discovered by the next call to poll. In this 
way, multiple connect indications may be queued by the user. 

Eventually, all events will be processed, and service^conn-Jiid will be 
able to accept each connect indication in turn. Once the connection has been 
established, the run_8erver routine used by the server in Chapter 3 is called 
to manage the data transfer. 
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Appendix A: State Transitions 



The tables in this appendix describe all state transitions associated with 
the Transport Interface. First, however, the states and events will be 
described. 



Transport interface States 

Figure A-1 defines the states used to describe the Transport Interface state 
transitions. 



state 


Description 


Service Type 


T_UNINIT 


uninitialized - initial and 
final state of interface 


T_COTS, 

T_COTS_ORD, T_CLTS 


T_UNBND 


initialized but not bound 


T_COTS, 

T_COTS_ORD, T_CLTS 


T_IDLE 


no connection established 


T_COTS, 

T_COTS_ORD, T_CLTS 


T_OUTCON 


outgoing connection 
pending for client 


T_COTS, T_COTS_ORD 


T_INCON 


incoming connection 
pending for server 


T_COTS, T_COTS_ORD 


T_DATAXFER 


data transfer 


T_COTS, T_COTS_ORD 


T_OUTREL 


outgoing orderly release 
(waiting for orderly 
release indication) 


T_COTS_ORD 


T_INREL 


incoming orderly release 
(waiting to send orderly 
release request) 


T_COTS_ORD 



Figure A-1: Transport Interface States 
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Outgoing Events 

The outgoing events described in Figure A-2 correspond to the return of 
the specified transport routines, where these routines send a request or 
response to the transport provider. 

In the figure, some events (such as acceptN) are distinguished by the con- 
text in which they occur. The context is based on the values of the following 
variables: 

ocnt count of outstanding connect indications 

fd file descriptor of the current transport endpoint 

resfd file descriptor of the transport endpoint where a connection 

will be accepted 
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Event 


Description 


Service Tvpe 


opened 


successful return of t_open 


T_COTS, 

T_COTS_ORD, T_CLTS 


bind 


successful return of t— bind 


T-.COTS, 

T_COTS_ORD, T_CLTS 


optmgmt 


successful return of t_optmgmt 


T_COTS, 

T„COTS_ORD, T_CLTS 


unbind 


successful return of t— unbind 


T-COTS, 

T_COTS_ORD, T_CLTS 


closed 


successful return of t— close 


T_COTS, 

T_COTS_ORD, T_CLTS 


connectl 


successful return of t-.connect in syn- 
chronous mode 


T_COTS, T— COTS_ORD 


connect2 


TNODATA error on t_connect in asyn- 
chronous mode, or TLOOK error due to 
a disconnect indication arriving on the 
transport endpoint 


T COTS, T COTS ORD 


acceptl 


successful return of t-accept with ocnt 
1, fd == resfd 


T_COTS, T_COTS_ORD 


accept2 


successful return of t— accept with ocnt 
== 1, fd != resfd 


T_COTS, T_COTS_ORD 


accepts 


successful return of t_accept with ocnt 
> 1 


T_COTS, T_COTS_ORD 


snd 


successful return of t— snd 


T_COTS, T_COTS_ORD 


snddisl 


successful return of t-^nddis with ocnt 
<= 1 


T_COTS, T_COTS_ORD 


snddis2 


successful return of t— snddis with ocnt 
> 1 


T_COTS, T_COTS_ORD 


sndrel 


successful return of t^ndrel 


T_COTS_ORD 


sndudata 


successful return of t— sndudata 


T_CLTS 



Figure A-2: Transport Interface Outgoing Events 
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Incoming Events 

The incoming events correspond to the successful return of the specified 
routines, where these routines retrieve data or event information from the 
transport provider. The only incoming event not associated directly with the 
return of a routine is pass^onn, which occurs when a user transfers a connec- 
tion to another transport endpoint. This event occurs on the endpoint that is 
being passed the connection, despite the fact that no Transport Interface rou- 
tine is issued on that endpoint. pass^conn is included in the state tables to 
describe the behavior when a user accepts a connection on another transport 
endpoint. 

In Figure A-3, the rcvdis events are distinguished by the context in which 
they occur. The context is based on the value of ocnt, which is the count of 
outstanding connect indications on the transport endpoint. 



Incoming 
Event 


Description 


Service Type 


listen 


successful return of t— listen 


T_COTS, T-COTS_ORD 


rcvconnect 


successful return of t_rcvconnect 


T_COTS, T-COTS_ORD 


rev 


successful return of t— rev 


T_COTS, T-COTS_ORD 


rcvdisl 


successful return of t— rcvdis 
with ocnt <= 


T_COTS, T-COTS_ORD 


rcvdis2 


successful return of t—rcvdis 
with ocnt == 1 


T_COTS, T_COTS-ORD 


rcvdis3 


successful return of t—rcvdis 
with ocnt > 1 


T_COTS, T_COTS_ORD 


rcvrel 


successful return of t—rcvrel 


T_COTS_ORD 


rcvudata 


successful return of t— rcvudata 


T-_CLTS 


rcvuderr 


successful return of t—rcvuderr 


T_CLTS 


pass_conn 


receive a passed connection 


T_COTS, T_COTS_ORD 



Figure A-3: Transport Interface Incoming Events 
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Transport User Actions 

In the state tables that follow, some state transitions are accompanied by a 
list of actions the transport user must take. These actions are represented by 
the notation [n], where n is the number of the specific action as described 
below: 

[1] Set the count of outstanding connect indications to zero. 

[2] Increment the count of outstanding connect indications. 

[3] Decrement the count of outstanding connect indications. 

[4] Pass a connection to another transport endpoint as indicated in 
t^ccept. 



State Tables 

The following tables describe the Transport Interface state transitions. 
Given a current state and an event the transition to the next state is shown, 
as well as any actions that must be taken by the transport user (indicated by 
[«]). The state is that of the transport provider as seen by the transport user. 

The contents of each box represent the next state, given the current state 
(column) and the current incoming or outgoing event (row). An empty box 
represents a state/event combination that is invalid. Along with the next 
state, each box may include an action list (as specified in the previous section). 
The transport user must take the specific actions in the order specified in the 
state table. 

The following should be understood when studying the state tables: 

■ The t_close routine is referenced in the state tables (see closed event in 
Figure A-2), but may be called from any state to close a transport end- 
point. If t— close is called when a transport address is bound to an end- 
point, the address will be unbound. Also, if L.close is called when the 
transport connection is still active, the connection will be aborted. 

■ If a transport user issues a routine out of sequence, the transport pro- 
vider will recognize this and the routine will fail, setting t_errno to 
TOUTSTATE. The state will not change. 
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■ If any other transport error occurs, the state will not change unless 
explicitly stated on the manual page for that routine. The exception to 
this is a TLOOK or TNODATA error on t-.connect, as described in Fig- 
ure A-2. The state tables assume correct use of the Transport Interface. 

■ The support routines t«-getin£o, t-^etstate, t_alloc, t_free, L-sync, 
t_look, and L_error are excluded from the state tables because they do 
not affect the state. 

A separate table is shown for common local management steps, data 
transfer in connectionless-mode, and connection-establishment/connection- 
release/data-transfer in connection-mode. 



^V^. state 
event^^. 


T_UNINIT 


T_UNBND 


T_IDLE 


opened 


T_UNBND 






bind 




T-JDLE [1] 




optmgmt 






T_IDLE 


unbind 






T_UNBND 


closed 




T_UNINIT 





Figure A-4: Common Local Management State Table 
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state 


T_IDLE 


sndudata 


T_IDLE 


rcvudata 


T__IDLE 


rcvuderr 


T_IDLE 



Figure A-5: Connectionless-Mode State Table 
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^^s. state 
event\^ 


T_IDLE 


T_OUTCON 


TJNCON 


T-DATAXFER 


T_OUTREL 


T-JNREL 


connectl 


T_DATAXFER 












connect2 


T-OUTCON 












rcvconnect 




T_DATAXFER 










listen 


T_INCON [2] 




T_INCON (21 








acceptl 






T_J)ATAXFERI3| 








accept2 






T-JDLE (3II4] 








accepts 






T_INCON [3II41 








snd 








T_DATAXFER 




T_INREL 


rev 








T_DATAXFER 


T_OUTREL 




snddisl 




T_IDLE 


T_IDLE [31 


T_IDLE 


T_1DLE 


T_IDLE 


snddis2 






T_INCON 131 








rcvdisl 




T_IDLE 




T_1DLE 


T_IDLE 


T_IDLE 


rcvdis2 






T_1DLE (31 








rcvdisS 






T_INCON [31 








sndrel 








T_OUTREL 




T_IDLE 


rcvrel 








T_1NREL 


T_IDLE 




pass^conn 


T_DATAXFER 













Figure A-6: Connection-Mode State Table 
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Appendix B: Guidelines for Protocol 



By defining a set of services common to many transport protocols, the 
Transport Interface offers protocol independence for user software. However, 
all transport protocols do not support all the services supported by the Trans- 
port Interface, If software must be run in a variety of protocol environments, 
only the common services should be accessed. The following guidelines 
highlight services that may not be common to all transport protocols. 

■ In the connection-mode service, the concept of a transport service data 
unit (TSDU) may not be supported by all transport providers. The user 
should make no assumptions about the preservation of logical data 
boundaries across a connection. If messages must be transferred over a 
connection, a protocol should be implemented above the Transport 
Interface to support message boundaries. 

■ Protocol- and implementation-specific service limits are returned by 
the t_open and tlgetinfo routines. These limits are useful when allo- 
cating buffers to store protocol-specific transport addresses and options. 
It is the responsibility of the user to access these limits and then adhere 
to the limits throughout the communication process. 

■ User data should not be transmitted with connect requests or discon- 
nect requests [see t^connect{3N) and t^nddis{3N)]. Not all transport 
protocols support this capability. 

■ The buffers in the t_call structure used for t-listen must be large 
enough to hold any information passed by the client during connection 
establishment. The server should use the T_ALL argument to f alloc, 
which will determine the maximum buffer sizes needed to store the 
address, options, and user data for the current transport provider. 

■ The user program should not look at or change options that are associ- 
ated with any Transport Interface routine. These options are specific to 
the underlying transport protocol. The user should choose not to pass 
options with t^connect or t— sndudata. In such cases, the transport 
provider will use default values. Also, a server should use the options 
returned by LJisten when accepting a connection. 

■ Protocol-specific addressing issues should be hidden from the user 
program. A client should not specify any protocol address on t_bind, 
but instead should allow the transport provider to assign an appropriate 
address to the transport endpoint. Similarly, a server should retrieve its 
address for Lbind in such a way that it does not require knowledge of 



APPENDIX B: PROTOCOL INDEPENDENCE B-1 



Independence 



the transport provider's address space. Such addresses should not be 
hard-coded into a program. A name server mechanism could be useful 
in this scenario, but the details for providing such a service are outside 
the scope of the Transport Interface. 

■ The reason codes associated with t_rcvdis are protocol-dependent. 
The user should not interpret this information if protocol independence 
is a concern. 

■ The error codes associated with t— rcvuderr are protocol-dependent. 
The user should not interpret this information if protocol independence 
is a concern. 

■ The names of devices should not be hard-coded into programs, 
because the device node identifies a particular transport provider and is 
not protocol-independent. 

■ The optional orderly release facility of the connection-mode service 
(provided by t— sndrel and t_rcvrel) should not be used by programs 
targeted for multiple protocol environments. This facility is not sup- 
ported by all connection-based transport protocols. In particular, its use 
will prevent programs from successfully communicating with ISO open 
systems. 
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Connection-Mode Client C-1 

Connection-Mode Server C-3 

Connectionless-Mode Transaction Server C-8 

Read/Write Client C-1 1 

Event-Driven Server C-1 3 



Appendix C: Examples 

The examples presented throughout this guide are shown in entirety in 
this appendix. 



Connection-Mode Client 

The following code represents the connection-mode client program 
described in Chapter 3. This client establishes a transport connection with a 
server, and then receives data from the server and writes it to its standard out- 
put. The connection is released using the orderly release facility of the Tran- 
sport Interface. This client will communicate with each of the connection- 
mode servers presented in the guide. 



#inclucie <stdio.h> 
#include <tiuser*h> 
#i2)clude <£c3itl.h> 

#define SRV JIXJR 1 /* server's well-known address */ 

waini ) 
{ 

int fd; 
int nbytes; 
int flags = 0; 
char buf[1024]; 
struct t_call ♦sndcall; 
extern int t^ermo; 

if ((fd = t_open("/dev/tivc", 0_RDWR, NULL)) < 0) { 
tje r ror ( "t^cpen failed"); 
exit(l); 

} 

if (tj5ind{fd, NOaX, NULL) < 0) { 
t_errar ( «'t_bijxl failed" ) ; 
exit(2); 

} 

/* 

♦ By assuming that the address is an integer value, 

* this poDogram may not run over another protocxDl. 
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*/ 

if ((SBKteadl = (struct t_call •)t_alloc(fd, TGALL, T_AECR)) = NOLL) { 
tjBrror("t_alloc failed"); 
exit(3); 

} 

saidcall->addr . len = sizeof (int); 
*(2nt ♦)sndcall->addr.buf = SRVAraR; 

if (tocannect(fd, sndcall, NULL) < 0) { 
t_error( "t_oaimect failed for fd" ) ; 
exit(4); 

} 

*diile ((nbytes = t_rcv(fd, buf, 1024, &flags)) 1= -1) { 
if (fWrite(buf, 1, nbytes, stdout) < 0) { 
^pcintf(stderr, "fwrite failedo); 



if ((tjermo == TIOOK) (t_lo6k(fd) == TCREREL) ) { 

if (trcvrel(fd) < 0) { 

t_jerrar( "t_rcvrel failed"); 
e3cit(6); 

} 

if (t_snarel(fd) < 0) { 

t_ e rrar( "tjsndrel failed"); 
exit(7); 

} 

exit(O); 

} 

t_errar( "t_rcv failed" ) ; 
exit{8); 



e5cit(5); 



} 



} 
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Connection-Mode Server 

The following code represents the connection-mode server program 
described in Chapter 3. This server establishes a transport connection with a 
client, and then transfers a log file to the client on the other side of the con- 
nection. The connection is released using the orderly release facility of the 
Transport Interface. The connection-mode client presented earlier will com- 
municate with this server. 

#i2iclude <tiuser.h> 
#iiiclude <sti:op t s.h> 
#ijicl\sde <fcaitl.h> 
#iiicludfi <stdio.h> 
#iiiclude <signal.h> 

#define niSOONNBCr -1 

#clefine SRVJUDCR 1 /* server's well-lmown address */ 

int ooain_fd; /♦ oannectixan established here */ 

extern int t_ermo; 

iiEdii( ) 
{ 

int listen_fd; /♦ listening transp or t end^int ♦/ 
struct t_bind *bdiid; 
struct t_pall *call; 

if ((listen_fd = t_open( Vdev/tivc" , 0_RDWR, NULL)) < 0) { 
t_error ( "t_qpen failed for listen^fd"); 
exitd); 

} 

/♦ 

* By assumiiKr that the address is an integer value, 

* this program nay not run over another protocol. 
*/ 

if ((bind = (struct t_bind ♦)t_alloc(listen_fd, TJBIND, T_ALL)) == NULL) { 
t_error("t_alloc of t_bind structure failed"); 
exit(2); 

} 

biixi->qlen = 1; 
y^^^^^^ ^nd->addr.len = sizeofCint); 
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*(int ♦)bi2¥i->addr.buf = SRVAEDR; 

if (tbindl(listen_fd, hind, bind) < 0) { 
tj B rror( "tbind failed for listen_fd"); 
exit(3); 

} 

/* 

-1^ the correct address bound? 
V 

if (*(int ♦)bind->addr.buf 1= SRV_AECR) { 

f pr intf ( stderr , "tjaind bound wrong addresso); 
e3d.t(4); 

} 

if ((call = (struct tjsall ♦)t_alloc(listen_fd, TCAli, T_ALL)) == NULL) { 
t_error("t_alloc of t^call structure failed"); 
ejdt{5); 

} 

vdiile (1) { 

if (t_listen(listenfd, call) < 0) { 

t_errar( "tJListen failed for listen_fd" ) ; 
exit(6); 

} 

if ((oonn_fd = acceptj3all(listen_fd, call)) 1= DISOCNNBCT) 
nmjserver ( listen_f d) ; 



acoept_call(listen__fd, call) 
int listenfd; 
struct t_call ♦call; 
{ 

int resfd; 

if {(resfd = t_ppen( Vdev/tivc" , OJOMR, NOII.)) < 0) { 
t_error( "t_open for responding fd failed"); 
exit(7); 

} 



} 



} 



V 
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if (tj>incl(resfd, NOLL, NOLL) < 0) { 

t_errcnc("tJodxid for respoonding fd failed"); 
exit(8); 

} 

if (t_accept(listen_fd, resfd, call) < 0) { 

if (t_ermo == TLOOK) { /* trust be a discx3amect V 
if (t_rcvdis(listen_fd, NOLL) < 0) { 

t_errar( "trcwdis failed for Ixstenfd"); 
exitO); 



if (tjclose{resfd) < 0) { 

tj B rror( "tjclose failed for respcnding f d" ) ; 
ejcit(10); 



t_errar("t_accept failed"); 
exit(11); 

} 

retiim( resfd) ; 

} 



connrelease( ) 
{ 

/* ooomjf d is glcdsal because needed here V 
if (t_look(oann_fd) ~ T_DISCXNNBCT) { 

fprintf (stderr, "cosmectican abcortedo) ; 

exit(12); 

} 

/* else oETderly release indication - narmal exit V 
exit(O); 

} 

nm_server ( listen_f d ) 

int listen_fd; 

{ 

int nbytes; 

FILE *logfp; /♦ fUe pointer to log file */ 



} 



} 

/* go back up and listen for other calls */ 
retum(DISOONNECT) ; 



} 
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char bu£[1024]; 
switch (fark( )) { 



case -1: 

perrar( "fork failed" ) ; 
exit(20); 



default: /* parent */ 



/♦ close ocEnn_fd and then go vp and listen again ♦/ 
if (t_close(oann_fd) < 0) { 

t_errar( "tjclose failed for oaBm_fd"); 

exit(21); 

} 

return; 



case 0: /• child ♦/ 



/* close listen_fd and do service */ 
if {t_close(listen_fd) < 0) { 

tjerrar( "tjclose failed for listen_fd" ) ; 

exit(22); 

} 

if ((logfp = fopen("logfUe", "r")) == NULL) { 
perxor( "cannot open logfile"); 
exit(23); 



signal (SIGPQLL, coomrelease) ; 

if (ioctl(OGnn_fd, IJSETSIG, SJENPUT) < 0) { 

percor("ioctl I_SErSIG failed"); 

exit(24); 

> 

if (t_looac(ocflcm_fd) != 0) { /* was disocDrmect already there? */ 
fprintf (stderr, "tjlook returned uneiqpected evento); 
€xit(25); 



vMle ((libytes = fread(buf, 1, 1024, logfp)) > 0) 
if (t_snd(oarm_fd, buf, nbytes, 0) < 0) { 
t__errar( "t_snd failed" ) ; 
exit(26); 
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if (t_sixh:el(ooim_fd) < 0) { 
t_eriCT("t_s»arel failed"); 
esd.t(27); 

} 

pause ( ); /♦ until orderly release indication arrives ♦/ 



} 
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Connectionless-Mode Transaction Server 

The following code represents the connectionless-mode transaction server 
program described in Chapter 4. This server waits for incoming datagram 
queries and then processes each query and sends a response. 




#includfi <stdio.h?' 
#iiiclude <fcntl.h?' 
#include <ti\iser.h> 



^define SPVAEDR 2 /* server's well-laicMn address V 

nttin( ) 
{ 

int fd; 
int flags; 

struct t_bind ♦bind; 
struct tjjnitdata ♦ud; 
struct t_uderr *udfirr; 
extern int t_ernio; 

if ((fd = t_cpen("/dev/tidg", 0_RDWR, NOLL)) < 0) { 
t_errar( "unable to open /dev/poxwider" ) ; 
eidt(1); 

} 

if ((bind = (struct t_bind ♦)t_alloc(fd, T_BIND, TAECR)) " NOLL) { 
t_error( "t_alloc of t_bind structure failed" ) ; 
ejdt{2); 

} 

bind->addr . len = sizeof ( int ) ; 
*(int *)bind->addr.buf = SFV_ArffiR; 
bi3xl->qlen - 0; 

if (t_bind(fd, bind, bind) < 0) { 
t_error( "t_bind failed"); 
e3cit(3); 

} 
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if (*(int *)bana->addr.baf 1= SRVAECR) { 

fprintf (stderr, "tbind bound wrong addresso) ; 
exit(4); 

} 

if ((ud « (struct tjmitdata *)t_alloc(fd, TJJNnDATA, T_ALL)) NULL) { 
t_errar ( " t_alloc of tjmitdata structure failed"); 
exit(5); 



if ((uderr = (struct t_uderr ♦)t_alloc(fd, TJODEKROR, T_AIX)) ~ NOLL) { 
t_errar ( "t_alloc of tjaderr structure failed"); 
e3dt(6); 



vdiile (1) { 

if (tj:cvudata(fd, ud, S.flags) < 0) { 
if (t_ermo «= HXXK) { 
/♦ 

* Error on previously sent datagram 
V 

if (trcvibderr(fd, uderr) < 0) { 



t_error("t_rcvuderr failed"); 
exit(7); 

} 

fprintf (stderr, "bad datagram, error = %ao, 

uderr~>error) ; 
oontiime; 



/♦ 

* Query( ) processes the request and places the 

* response in ud->udata,buf , setting ud->udata.len 
V 

quary(ud); 

if (t_sndudata(fd, ud, 0) < 0) { 
t_error( "t_sndudata failed"); 
exit(9); 

} 



} 



} 



} 

t_error("t_rcvudata failed"); 
exit(8); 



} 
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} 



queryC ) 
{ 

/♦ Merely a stub for sinplicity ♦/ 

} 
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Read/Write Client 

The following code represents the connection -mode read/write client pro- 
gram described in Chapter 5. This client establishes a transport connection 
with a server, and then uses cat to retrieve the data sent by the server and 
write it to its standard output. This client will communicate with each of the 
connection-mode servers presented in the guide. 



#include <stdio*h> 
#iiiclvide <ti\iser.h> 
#iiiclude <fca:itl.h> 
#ixiclude <stropts.h> 

#define STOrAEER 1 /* server's well-taiown address */ 

miii( } 
{ 

int fd; 
ant libytes; 
int flags = 0; 
char bu£[1024]; 
struct tjsall ^sndcall; 
extern int t_emio; 

if ((fd = t_qpen("/dev/tivc", OJIDWR, NULL)) < 0) { 
t_e rrar ( "t_cpen failed"); 
exit(l); 

} 

if (t_bind(fd, NOLL, NOLL) < 0) { 
t_ e rroa:( "t_bi]xl failed" ) ; 
e3d.t(2); 

> 

/* 

♦ By assuming that the address is an integer value, 

* this program nay not run over another pircitoool. 
*/ 

if ((sndcall = (struct t_call *)t_alloc(fd, T_CALL, TAIXR)) == NULL) { 
t_errar( "t_alloc failed" ) ; 
exit(3); 

} 



APPENDIX C: EXAMPLES C-11 



Appendix C: Examples 



continued 



sndcall ->addr . len = sizeofCint); 
♦(imt ♦)srK3call->addr.buf = SFVJffltft; 

if (tocaimect(fd, sndcall, KOLL) < 0) { 
t_erix>r("toannect failed for fd"); 
exit(4); 

} 

if (ioctl(fd, I_POSH, "tirdwr") < 0) { 
perrar( "I_HJSH of tirdwr failed"); 
e3CLt(5); 

} 

close(O); 
du5>(fd); 

execlC'/tdn/cat", "/bin/cat", 0); 

perror( "execl of /bin/cat failed"); 
exit(6); 
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Event-Driven Server 

The following code represents the connection-mode server program 
described in Chapter 6, This server manages multiple connect indications in 
an event-driven manner. Either connection-mode client presented earlier will 
communicate with this server. 




#incluae <fcntl.h> 
#iiiclude <stdio.h> 
#include <poll.h> 
#ijiclude <8tzqpt:s.h> 
#iiK:l\2cle <8ignal.h> 



ijidefine 1 
ijfdef ine MAX_O0NN_IND 4 

#define SRVAira 1 /* server's well-known address ♦/ 

int oann_fd; /* server ocnxnectixm here */ 

struct tjoall *calls[NaM_TO]CMAXJXNNIND];/* l»lds ccamect indications */ 

extern int t_ermo; 



SQain( ) 
{ 

struct pollfd pollfds[NlM_FDS]; 
struct tjDind *bind; 
int i; 



/♦ 

* Only ppening and binding one transport end^int, 

* but more onuld be supported 
♦/ 

if ((pollfds[0].fd = t_open( Vdev/tivc" , 0_RDWR, NOLL)) < 0) { 
t_error("t_open failed"); 
exitd); 

> 

if ((bind = (struct t_bind ♦)t_alloc(pollfds[0].fd, T_HIND, T_ALL)) == NULL) { 
t_errar("t_alloc of t__bind structure failed"); 
exit(2); 

} 

bind->qlen = MAX_OCNN_IND; 
bind->addr.len = sizeQf(int); 
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♦(int *)bi2id->addbf.l3Uf = SRVADCR; 

if (tbijxl(pollfds[0].fd, biiid, buid) < 0) { 
terror ( "tbajad failed" ) ; 
exit(3); 

} 

/• 

♦ Was the correct address bound? 
♦/ 

if (♦(int ♦)bina->addr.buf != SFVAECR) { 

fpraiitf(sbaerr, "tjjind bcsund wrcjtng addresso); 
exit(4); 

} 

pollfds[0]. events ~ FCEUN; 

jtAdle (1) { 

if (poU(pollfds, NOMJCS, -1) < 0) { 
perror("poll failed"); 
exit(5); 

} 

for (i = 0; i < NDM_roS; i++) { 
switch (pollfds(i].revents) { 
default: 

perrorC'poll returned error event"); 
exit(6); 



0: 

oantijttie; 

case PfTTiTiTW; 

do_event(i, pollfds[i].fd) ; 
service_oann_inDl(i, pollfds[i].fd); 

} 



} 



> 

} 
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dq_event(slot» fd) 
{ 

struct 't_<31soQii ^dlsooiif 
int i; 

svdtcih <tJLook(fd)) { 
default: 

fpriixtf (stderr,"t_loak returned an uneiqpected evento) ; 
exit(7); 

case T_S1S0R: 

^ponntf (stderr,"tjlook returned TJHRCR evento); 
exit(8); 

case -1: 

t_ercor( "t_lcQk failed" ) ; 
exit(9); 

case 0: 

/* since PQLLIN returned, this should not happen */ 
fprintf (stderr,"tJLoc3c returned no evento); 
exitdO); 

case T_LISI5»: 
/♦ 

* find free elaoent in calls array 
V 

for (i = 0; i < MAXJXNNJEND; i++) { 
if (calls[slot][i] == NOLL) 
break; 

} 

if ((calls[slot][i] = (struct tjsall *)t_alloc(fd, T_CALL, TALL)) ™ NULL) 
{ 

t_error( '*t_alloc of t_call structure failed"); 
ejdt<11); 

} 

if <tjlisten(fd, calls[slot][i]) < 0) { 
t_error("tJListen failed"); 
exit(12); 




} 




APPENDIX C: EXAMPLES 



C-15 



Appendix C: Examples 



continued 



break; 

case T_DISCXX4NBC7r: 

disoon = (struct t_disoon *)t_alloc(fd, TDIS, T.ALL); 

if (t_rcvdis(fd, disoon) < 0) { 
tj B rrcn:( "t_rcvdis failed**); 
exit(13); 

} 

/• 

* find call ind in array and delete it 
*/ 

for (i = 0; i < MAXJXNNIND; i++) { 

if (disoan->sequence = calls[slot][i]->seciuence) { 
t_free(calls[slot][i], TCALL); 
calls[slot][i] ' NULL; 

} 

} 

t_free(disoon, TJDOCS); 
break; 

} 

} 



service_C0Enn_ind(slot, fd) 
{ 

int i; 

for (i = 0; i < MAXJ30NNIND; i++) { 
if (callstslot][i] == NULL) 
oontiiiue; 

if ((coomfd = t_open(Vdev/tivc", OJRDWR, NULL)) < 0) { 
t_errar( "open failed"); 
exit(14); 

} 

if (t_bind(cann_fd, NULL, NULL) < 0) { 
t_errar( "tjDand failed"); 
e3cit(15); 

} 

if (t_accept(fd, oain_fd, calls[slot][i] ) < 0) { 
y^^^^^^ if (t_ermo == TLOOK) { 




C-1 6 NETWORK PROGRAMMER'S GUIDE 



Appendix C: Examples 



r 



continued 




t_close ( ooonn_f d ) ; 
return; 



} 



t_ eiiai ( "t_aocept failed"); 
e3d.t(16); 

} 

t_free{oalls[slot][i], TCAIi); 
oalls[slot][i] = NULL; 

run_server ( f d ) ; 



ooomreleaseC ) 
{ 

/♦ ooDrm_f d is global because needed here ♦/ 
if <t_loak(ooonQi_fd) = T_nrSO0NNBCT) { 

fprintf (stderr, "ocnnection abortedo); 

e}cLt(12); 

) 

/♦ else orderly release indicatiaa - nannal exit */ 
eicit(O); 

} 



runjserver ( listen_f d ) 

ant listen_fd; 

{ 

int nbytes; 

FILE *logfp; /* file pointer to log file */ 
char buf[1024]; 

switch (fark( )) { 

case -1: 

perroQ:("fark failed"); 
e)cit(20); 

default: /♦ parent */ 

/* close oaim_f d and then go up and listen again V 



} 



} 
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if (t_close(0(ann_fd) < 0) { 

t_eErar( "t_close failed for ocmnjfd" ) ; 
exit(21); 

} 

case 0: /* child ♦/ 

/* close listen_f d and do service */ 
if (tclose(listen_fd) < 0) { 

t_errar( "tjclose failed for listenf d" ) ; 

exit(22); 

} 

if ((logfp = fopenC'logfile", "r")) = NULL) { 
p er rorC "cannot open logfile"); 
e3cLt(23); 

} 

signal (SIGPQLL, oonnrelease) ; 
if (ioctl(cann_fd, I_SErSIG, SJENPOT) < 0) { 

perrorC'ioctl I_SErsiG failed"); 

exit(24); 

} 

if (t_look(oaim_fd) != 0) {/* was discanaiect already there? */ 
Qxrintf (stderr, "t_lodIc returned unesqjected evento); 
exit(25); 

} 

vihile ((nhytes = fread(buf, 1, 1024, logfp)) > 0) 
if (t_snd(oann_fd, buf, libytes, 0) < 0) { 
t_jerror( "t_sixl failed" ) ; 
exit(26); 

} 

if (t_jsndrel(oannfd) < 0) { 
t_errar("t_snarel failed"); 
exit(27); 

} 

pause ( ); /♦ until orderly release indication arrives */ 

} 

} 

V 
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The following terms apply to the Transport Interface: 

Abortive release An abrupt termination of a transport connection, 
which may result in the loss of data. 

Asynchronous execution 

The mode of execution in which Transport Interface 
routines will never block while waiting for specific 
asynchronous events to occur, but instead will return 
immediately if the event is not pending. 

Client The transport user in connection-mode that initiates 

the establishment of a transport connection. 

Connection establishment 

The phase in connection-mode that enables two trans- 
port users to create a transport connection between 
them. 

Connection-mode A circuit-oriented mode of transfer in which data is 
passed from one user to another over an established 
connection in a reliable, sequenced manner. 

Connectionless-mode 

A mode of transfer in which data is passed from one 
user to another in self-contained units with no logical 
relationship required among multiple units. 

Connection release 

The phase in connection-mode that terminates a pre- 
viously established transport connection between two 
users. 

Datagram A unit of data transferred between two users of the 

connectionless-mode service. 

Data transfer The phase in connection-mode or connectionless- 

mode that supports the transfer of data between two 
transport users. 

Expedited data Data that is considered urgent. The specific semantics 
of expedited data are defined by the transport protocol 
that provides the transport service. 
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Expedited transport service data unit 

The amount of expedited user data, the identity of 
which is preserved from one end of a transport con- 
nection to the other (that is, an expedited message). 

Local management 

The phase in either connection-mode or 
connectionless-mode in which a transport user estab- 
lishes a transport endpoint and binds a transport 
address to the endpoint. Functions in this phase per- 
form local operations and require no transport layer 
traffic over the network. 

A procedure for gracefully terminating a transport 
connection with no loss of data. 

The user with whom a given user is communicating 
above the Transport Interface. 

The transport user in connection-mode that offers ser- 
vices to other users (clients) and enables these clients 
to establish a transport connection to it. 

The notification of a pending event generated by the 
provider to a user of a particular service. 

The unit of information passed across a service inter- 
face that contains either a service request or service 
indication. 

A request for some action generated by a user to the 
provider of a particular service. 

Synchronous execution 

The mode of execution in which Transport Interface 
routines may block while waiting for specific as)m- 
chronous events to occur. 



Orderly release 



Peer user 



Server 



Service indication 



Service primitive 



Service request 



Transport address 



The identifier used to differentiate and locate specific 
transport endpoints in a network. 
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Transport connection 

The communication circuit that is established between 
two transport users in connection-mode. 

Transport endpoint 

The local communication channel between a transport 
user and a transport provider. 

Transport Interface 

The library routines and state transition rules that sup- 
port the services of a transport protocol. 

Transport provider 

The transport protocol that provides the services of 
the Transport Interface. 

Transport service data unit 

The amount of user data whose identity is preserved 
from one end of a transport connection to the other 
(that is, a message). 

Transport user The user-level application or protocol that accesses the 
services of the Transport Interface. 

Virtual circuit A transport connection established in connection- 
mode. 

The following acronyms are used throughout this guide: 
CLTS Connectionless Transport Service 
COTS Connection Oriented Transport Service 
ETSDU Expedited Transport Service Data Unit 
TSDU Transport Service Data Unit 



GLOSSARY G-3 



Index 



Advanced Programming Example ... 
6-3 

Appendix A: State Transitions ... 
A-1 

Appendix B: Guidelines for Proto- 
col ... B-1 
Appendix C: Examples ... C-1 
Asjmchronous Execution Mode ... 
6-2 

Background ... 1-1 

Client ... 3-3, 3-10, 3-20, 3-26 

Close ... 5-5 

Connection Establishment ... 2-6, 
3-10 

Connection Release ... 2-9, 3-24 
Connection-Mode Client ... C-1 
Connection-Mode Server ... C-3 
Connection-Mode Service ... 2-3 
Connectionless-Mode Service ... 
2-10 

Connectionless-Mode Transaction 

Server C-8 
Data Transfer ... 2-8, 3-19, 4-5 
Datagram Errors ... 4-8 
Document Organization ... 1-3 
Event Handling ... 3-12 
Event-Driven Server ... C-1 3 
Glossary ... G-1 
Incoming Events ... A-4 
Index ... I-l 

Introduction to the Guide ... 1-1 
Local Management ... 2-3, 3-2, 4-2 
Modes of Service ... 2-3 
Notational Conventions ... 1-4 
Outgoing Events ... A-2 
read ... 5-4 

Read/Write Client ... C-11 
Server ... 3-6, f33-13, 3-21, 3-25 
State Tables ... A-5 



State Transitions ... 2-11 
Transport Interface States ... A-1 
Transport User Actions ... A-5 
write ... 5-3 



INDEX 1-1 




• UNIX System V/386 Release 3.2 Utilities Release Notes ATaT 

• UNIX System V/3BB Release 3.2 Streams Pnimer AT&T 

• UNIX System V/38B Release 3.2 User's Guide AT&T 

• UNIX System V/3BB Release 3.2 Programmer's Reference Manual AT&T 

• UNIX System V/386 Release 3.2 Streams Programmer's Guide AT&T 

• UNIX System V/386 Release 3,2 Network Programmer's Guide atst 

• UNIX System V/3BB Release 3.2 Programmer's Guide Vol. I ATST 

• UNIX System V/386 Release 3.2 Programmer's Guide Vol. II AT&T 

• UNIX System V/38B Release 3,2 System Administrator's Guide AT&T 

• UNIX System V/3aB Release 3.2 System Administrator's Reference 
Manual AT&T 



PRENTICE HALL, EnglewcDod Cliffs, N.J. 07632 



ISBN 0-13-^44^35-3 



